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Abstract 

 

The increasing global desire for highly fuel efficient power systems and the need 

for environmentally friendly energy sources is driving much present research in 

electrical power. A linear power system, where a linear machine is driven directly 

by a free piston engine, offers scalability and a wide range applicability. Standalone 

power units, hybridised power systems and range extenders in electrified vehicles 

are all potential applications for this technology. 

 

This thesis explores the application of a Linear Joule Engine driving a Permanent 

Magnet Linear Machine for electrical power generation. Whereas most Joule cycle 

engines have a rotary compressor and expander, at smaller scale this configuration 

suffers from leakage around the blades. The linear engine uses a double acting free 

piston configuration running on the external combustion Joule-cycle, overcoming 

the low efficiency inherent in small scale gas turbines. The key element for 

electrical power generation, and the main focus of this thesis, is the development of 

a linear machine operating as a generator, the design of which is heavily constrained 

by the geometrical and the operational characteristics of the engine. 

 

Using specific constraints for an 5kW engine and by using two dimensional finite 

element analysis, a novel design methodology of tubular PM linear machine with 

modular armature winding and feasible arrangements of magnets on the translator 

member is outlined. The effect of core material, pole number and power conversion 

system on the machine design are investigated, highlighting the effect of the 

interconnected design variables on the resulting performance and material use, all 

satisfying design objectives. A Flux ï Concentrated PM configuration is selected 

for further development. 
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In order to accomplish an overall system performance investigation tool, at first the 

development of a general novel linear machine model is introduced and tested in a 

feedforward manner with accounts for all machine interacting electromagnetic 

forces. Then, a novel dynamic model incorporating both the linear machine model 

driven by the linear Joule engine model, coupled together in a closed loop form, is 

realized. The coupled model bridges mechanical and electrical parts of the engine-

generator, and provides a solid dynamic performance prediction of the system 

focusing on identifying the effect of cogging force on system performance and the 

resultant electrical power loss and electrical efficiency. 

 

Compared with the reported cogging force reduction techniques, a novel structural 

technique and a selection criteria are presented with two dimensional axisymmetric 

finite element analysis verification showing the effectiveness of the proposed 

technique.  

Finally, a machine prototype of the selected design model is manufactured and 

tested on a bespoke test rig to validate the design model findings. Manufacturing 

recommendations and future achievable steps are reported for future development 

of the existing work. 
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 : Introduction  

1.1 Introduction  

The quest for highly fuel-efficient engines and the need for environmentally friendly energy 

sources have played the major part in researching the concept of Free Piston Engines (FPEs). 

This engine set up has been known for some 200 years, yet the advancement in control and 

various engineering technologies have contributed in refreshing the research on this family of 

engines over the last 2-3 decades [1-4]. 

Conventionally, in a combustion engine, the linear reciprocating motion of the in-cylinder 

piston is converted to a continuous rotating motion via a crankshaft and the heat energy is 

derived from combustion within the cylinder. In a FPE, there is no conversion to rotary motion 

and the mechanical load is derived linearly and is reciprocating. Potential advantages of this 

include reduced frictional loss, increased thermal efficiency, a physically compact design and 

the potential for a flexible compression ratio leading to an improved performance at part load. 

The free piston concept can be applied to many thermodynamic cycles, such as two stroke [5], 

petrol [6] and diesel [7] engines, assuming a suitable linear load can be designed for the 

mechanical power take off. 

Successful applications in air compressing in the navy during World War II had highlighted 

FPE high efficiency, low noise and vibration in addition to compactness. Its modern application 

in hydraulic systems has reported excellent features, most importantly the fuel economy and 

the high efficiency at part loads [8]. 

The second potential modern application is the use of the FPE concept for electrical power 

generation which is the main goal of this thesis. When a linear machine with adequate field 

excitation is connected to the FPE piston via a connecting rod, electrical energy will be 

generated in the machine coils and the power starts to flow to any connected electrical load 

when the engine is working. 

Modern applications which energised research in the use of FPE concept in small scale version 

for electrical power generation fall under the following categories: 

1- Hybrid Electric and Electric Vehicles [1, 3, 9-13]: to improve the vehicle travelling 

distance as an auxiliary power unit to charge the on-board battery.  

2- Standalone or emergency power unit [14, 15]: for multiple use in small scale domestic, 

industrial and agricultural applications. 

3- Microgeneration power systems [16, 17]: for use in a hybrid power system.  
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During the years of researching the promising technology, various linear electrical machine 

topologies have been reported for use in this system due to its importance as a key element of 

the system. However, the impacts of system compactness and its relation to the stroke amplitude 

of the engine, or the effect of the stroke amplitude on the machine design have not clearly been 

considered and discussed. Additionally, the effect of the electrical machine loading variation 

and its physical characteristics on shaping its resultant reacting force on the engine operation 

and overall system stability have not yet been explored elsewhere. These interconnected system 

design parameters and effects on the electromagnetic design of the machine and system 

behaviour will be described in detail throughout this thesis. 

1.2 Objective  

This thesis explores the application of a Linear Joule Engine (LJE) driving a Permanent Magnet 

Linear Machine for electrical power generation. The engine uses double acting free piston 

configuration and works on the Joule-cycle with out-of-cylinder combustion in order to 

improve the low efficiency found in small scale gas turbines. The key element for electrical 

power generation is the linear machine operating as a Linear Generator (LG), where the 

machine design is constrained by the geometrical and the operational characteristics of the 

driving engine. In order to accomplish an overall system performance investigation tool, the 

development of a general novel linear machine model that accounts for all machine interacting 

forces is explored. The effect of cogging force on the system performance and energy loss in 

the system are to be highlighted. A prototype of the selected design model is manufactured and 

tested to validate the predicted design findings. 

1.3 Methodology  

The work carried out in this thesis concerns the electromagnetic design of a linear machine 

operating in the generating mode to satisfy specific constraints for integration with a LJE. The 

design of the electrical machine and its performance against design variables, material selection, 

power conversion technology are all explored. For a selected design, innovative machine and 

system modelling are used to identify the feasibility of the system for electrical power 

generation. The effect of critical machine performance parameters on the generated power is 

investigated, including exploring the possible elimination or minimisation of cogging force 

using innovative techniques. Selected design construction challenges, testing and validation are 

also discussed.  
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In order to achieve the research objectives and validate the design model, the following steps 

have been conducted: 

1. Identifying the driving engine steady-state operational point and the corresponding 

specification, objectives and constraints imposed on the design of the electrical machine. 

2. Develop a new optimisation methodology to design moving magnet machines with 

feasible magnet orientation for any desired force/power rating. Unsuitability and 

selection of a topology criterion using combined cost-performance function are 

explained.  

3. Investigate the machine interconnected design variables such as core material changes, 

air gap length, grade of magnet, pole number and power conversion techniques on the 

machine performance and specific critical parameters. 

4. Development of a new linear machine analytical model that accounts for all machine 

interacting force components including losses and various cogging force origins. 

5. Using the novel machine analytical model coupled to the drive engine model to 

investigate the performance of the system dynamically, and rated load characteristics. 

6. Analyse the cogging force due to ends effect using Finite Element Analysis (FEA) model 

and propose a new structural technique to reduce these effects and total force fluctuation. 

7. Construction and testing of best efficiency design model. Results are compared with those 

obtained using FEA machine model. 

8. Recommendation for future work based on both simulations results and those from the 

experimental model. 

1.4 Overview of thesis  

This thesis consists of four main parts. The first part introduces the driving engine, describes 

its operational performance using a damper approximating a linear machine. In this part, the 

engine geometrical and steady state operational performance and requirement have been 

identified, and used as constraints to design the electric machine. Over the wide linear machines 

range, a ranking system is used to adopt a topology to design. 

 The second part includes the design and modelling of the adopted electrical machine 

constrained by the engine specification to achieve a specific design force into a limited space 

envelope. Then, a detailed investigation on the candidate machine has been carried out against 

selected design variables, material changes and specific power conversion techniques to 

maximise the efficiency without sacrificing design objectives. A prototype is built and tested 

for the maximum efficiency design model to validate design findings. 
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In order to form a solid base for an integrated system model, the third part presents a novel 

general linear generator model. Then a novel dynamic system model is used to highlight the 

electrical power generation feasibility and the effect of cogging force on the overall system 

thermal and electrical efficiencies. 

The final part describes a new cogging force reduction technique that has negligible effect on 

the volumetric dimensions of the adopted machine topology while achieving its objective with 

an improved power to mass ratio.  

A brief description of each chapter is given hereafter. 

Chapter 1: The main focus of this chapter was to explain the research as a whole and detail the 

objectives and the methodology of the thesis.  

Chapter 2: This chapter presents the literature review of the research. It is divided into sections. 

The first section covers, in brief, the demonstration of the possible engine layouts focusing on 

force balancing equation and load integrity dimensional requirement. The second part focuses 

on reviewing the development of linear machines with their classifying methods. Then using a 

proposed classifying method, various machines have been ranked and topology selection is 

decided. 

Chapter 3: Introduces the LJE principle of operation, case study engine operational 

performance, balancing equation and ends up with a set of design constraints and selection 

basis.  

Chapter 4: Describes the topology selected, possible alternatives and the design methodology 

using 2D FEA transient solution. Importance of magnet orientation cost and maintainability is 

considered in which it was used in a weighting system for final machine selection. 

Chapter 5: Considers, in detail, the effect of changing some parts of the selected machine 

topology to investigate a more manufacturable design. General formulas that describe the 

variation of both the inherent cogging force and that due to the coil driven flux force over 

translator position are derived.  

Chapter 6: Presents a novel dynamic realisation of the LJE integrated with the Linear 

Generator (LG) model and it aims to obtain transient results for the whole engine-generator 

system to identify the effect of cogging force on the electrical power generated.  

Chapter 7: Describes the novel technique proposed to minimise the cogging force effect, by 

presenting an analytical expression based flux distribution at both machine ends. Method 

validation and its effectiveness is quantified using FEA modelling looking at specific 

parameters.  
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Chapter 8: Describes the process of building the PM machine prototype along with the 

assembly process and the encountered challenges. This includes identifying the PM structural 

weakening actions during poles assembly and the effect of non-concentric machine members 

on machine assembly. Limitations of the test rig are also explained in this chapter. 

Chapter 9: Lists the results of the tests carried out on the machine rig in order to evaluate and 

validate the design model results. This includes cogging force, static force and monitoring 

temperature rise in machine coils in addition to open circuit induced EMF test.  

Chapter 10: A summary of the research is provided in this chapter along with the 

recommendations, conclusions and a discussion on the possible future research work and 

progression. 

1.5 Contribution to knowledge  

The following contributions to knowledge are made in this study: 

1. At first, existing sorting methods of linear machines are clarified. A developed sorting 

method is then proposed and used in reviewing various up to date machine topologies 

including less traditional machines in this research field. 

2. An innovative manual optimisation method is presented. It offers much saving in time by 

selecting design variables, starting by those influencing interconnected design 

objectives, one by one and avoid solving models of the undesired variable changes. Both 

2D and 2D axisymmetric FEA machine models can be optimised using this 

methodology. 

3. Development of a new dynamic system model incorporating both the drive engine and 

the linear generator such that system performance can be investigated against machine 

variables changes. Effect of cogging force on electrical power loss is identified using 

this model which is a major contribution in this research area. 

4. Designing a new cogging force reduction technique which proved its effectiveness in 

minimising these effect and the accompanying electrical power loss in the integrated 

system.   

5. Construction and testing of a new power rating flux concentrated linear machine 

topology. Important recommendations whilst managing prototype construction and 

assembly are reported. Initial design cogging force, static force and electromotive force 

validate clearly those obtained from the design model. 
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1.6 Published and submitted work s  

The following publications have stemmed from this work; 

1. Dawei Wu, Aslan Sa Jalal and Nick J. Baker, ñA Coupled Model of the Linear Joule 

Engine with Embedded Tubular Permanent Magnet Linear Generator,ò Energy 

Procedia, Vol. (105), pp. 1986-1991, May 2017. 

2. Aslan Sa. Jalal, Nick J. Baker and Dawei Wu, ñThe effect of power converter on the 

design of a Linear Generator for use with a Joule Cycle-Free Piston Engine,ò IEEE 

International Electrical Machines and Drives Conference IEEE (IEMDC2017), Miami, 

Florida USA, 2017. 

3. Dawei Wu, Aslan Sa. Jalal and Nick J. Baker, ñA coupled model of the Linear Joule 

Engine integrated with a tubular permanent magnet Linear Generator,ò The 8th 

International Conference on Applied Energy (ICAE2016), Beijing, China, 2016. 

4. Aslan Sa. Jalal, Nick J. Baker and Dawei Wu, ñElectrical Machine Design for use in an 

External Combustion Free Piston Engine,ò The 5th IET International Conference on 

Renewable Power Generation (RPG), London, UK, 2016. 

5. Aslan Sa. Jalal, Nick J. Baker and Dawei Wu, ñDesign of tubular moving magnet Linear 

Generator for use with an external combustion - free piston engine,ò 8th IET 

International Conference on Power Electronics, Machines and Drives (PEMD 2016), 

Glasgow, UK, 2016. 

6. Aslan Sa. Jalal, Nick J. Baker and Dawei Wu, ñPerformance investigation of Linear 

Alternator analytical model integrated with Linear Joule -cycle Engine,ò Sustainable 

Energy, IEEE Transactions on, submitted, 2017. 
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 : Background  

2.1  Introduction  

This chapter demonstrates the basic working principle and the most common possible layouts 

of the Free Piston Engine (FPE) and the corresponding force balance equation to highlight the 

layout adopted in this work. Also, it presents an overview on the linear motion types, the 

development of Linear Machines (LMs), the principle of operation for electrical power 

generation accompanied by demonstrating the most commonly used sorting methods. A 

classification method of LMs is presented based on the flux path and the mover structure of the 

considered topology. Afterwards, it considers the LMs that have been reported for use with FPE 

for the purpose of electrical power generation. Various topologies are reported with discussion 

on the benefits and drawbacks with each topology. 

2.2 Free Piston Engine background  

Although the FPE was known centuries ago, its first generation was successfully applied in air 

compressors and used during World War II. The moving piston was coupled to the air 

compressing cylinder via a multi-stage configuration, and some of the remaining air was used 

to push the piston back without the need for any rebounding device. The merits of applying this 

concept in air compressing at the navy had highlighted its high efficiency, low noise and 

vibration levels and compactness. After the success of this application in reality and its 

attractive outcomes, research had been directed towards discovering the use of the FPE concept 

in gas generators for large scale power plant. Much effort and documented developments have 

been reported in this application, yet the rapid advancements made to FPE alternatives like the 

gas turbine and the diesel engines, and because of the low power to weight ratio at part loads 

compared to gas turbine, had resulted in a reduced or limited success of this application as a 

practical competitor to the others [8]. Its first modern application was in Hydraulic engines, 

where the hydraulic cylinder acts as a load and/or a rebound device by using controlled valves. 

This application had reported excellent features, most importantly are the fuel economy and the 

high efficiency at part loads [8], and different FPE layouts were investigated to report the major 

differences. Such operational features yielded engines not only of simple structure, but also 

with a reduced volume with load integrity, increased system integral reliability, and ease of 

maintenance. Additionally, these recognisable outcomes nominate its use for electrical power 

generation as a second modern application, which is the main goal in this thesis. 
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When a linear machine is connected to the FPE piston via a connecting rod, and the engine 

operates in a continuous back and forth linear motion, electrical energy will be generated in the 

machine coils and the power flows to any connected electrical load. 

2.2.1 Operational concept  

A general 3D view of the FPE set up is shown in Figure 2-1 clarifying its fundamental 

components. In general, FPE operation is based on converting an energy source, like different 

fuels and renewables, into a linear form of mechanical energy to drive a directly coupled load. 

The crank-less load coupling reduces dramatically friction loss and increases the engineôs 

thermal efficiency in comparison to rotating engines counterpart [4]. This is mainly due to the 

key parameter of FPEôs flexible compression ratio combined with the simple mechanism in 

which engineôs ability to operate efficiently, even with part loads, becomes possible. 

 

Figure 2-1: 3D view of FPE set up showing fundamental components 

 

In the late 1990ôs due to the progress of modern engineering technologies, research on FPE had 

revived to enhance the growing need for more radical redesigns of the existing systems, as well 

as to follow up with the continuous environmental legislation changes [8]. This resulted in the 

development and/or the reconstructing of the engine into multiple layouts or assemblies. All 

share the same operational concept with variation in the working fluid - air mixture, injection 

timing and the control strategy, if any, and the desired application. 

2.2.2 Single ɀ Stroke 

Figure 2.2 clarifies the single ï stroke FPE layout and the mechanical limits. It can be seen that 

the engineôs stroke amplitude (ὼ) is a measure of the distance between the Bottom End Centre 

(BEC) and the Top End Centre (TEC) of the piston motion inside the cylinder. Motion is 

permitted only between the mechanical limits (ὓ ) at cylinder ends. 
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Figure 2-2: 2D view showing single-stroke FPE and load arrangement 

 

Piston motion and spanned distance is fixed and controlled by the types of the connected load 

and the rebounding device, if any, and their corresponding force profiles. The instantaneous 

force (Ὂ) balancing equation for this configuration is given as: 

 

ВὊ ὥϽὓ  P  Ὂᴆᴜ  Ὂᴆᴜ   Ὂᴆ  =  ὥϽὓ  2-1 

Where: 

ὥ : system acceleration (ά ίϳ ) 

ὓ  : moving mass (kg) 

 Ὂᴆ : Expanding force (N) 

 Ὂᴆ : Load force (N) 

Ὂᴆ : Rebounding device force (N) 

 

To achieve full utilisation of the engineôs mechanical cycle, the load axial spacing, in addition 

to its active and any mandatory fittingsô lengths, must at least be equal to the maximum stroke 

amplitude. 

Applications that use this configuration are air compressors, gas generators, in addition to 

hydraulic which could serve (react) as both load and the rebounding force with a reported 

system efficiency of 50% [8, 18, 19]. 

 

2.2.3 Two ɀ Stroke 

Application of the FPE to hybrid vehicle powertrains started to emerge at the end of last century, 

with several variations in the configuration investigated to achieve robust and compact system 

integration [3, 14]. This resulted in the development of the two-stroke, or the dual combustion, 

FPE shown in Figure 2-3. 
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Figure 2-3: 2D view of two ς stroke FPE set up showing major components 

 

This configuration has two identical cylinders collinearly arranged to drive a common load 

located at the midsection of the engine. By performing appropriate control technique to the 

combustion process in each chamber, the two cylinders work in opposed phases to achieve 

continuous reciprocating operation. The force balance equation for the two cylinders (1 & 2) 

arrangement is: 

Ὂᴆᴜ  Ὂ  ᴜ Ὂᴆ   =  ὥϽὓ  2-2 

 

The axial displacement between the two cylinders, ensuring use of full mechanical cycle, needs 

to be at least twice the maximum stroke amplitude with consideration to allowable mechanical 

limits and load active length, and this imposes some constraints on the load design when striving 

for a compact system. However, such a configuration in hydraulic systems applications 

demands a high degree of controllability incorporating both fuel and load to control the piston 

position precisely, a complex task to achieve in practice [8], [20]. A 51% efficiency of this 

configuration was predicted at varying electrical load of a LM of which its reacting force was 

assumed to vary linearly with system speed, i.e. like a damper [5]. 

2.2.4 Opposed pistons 

The third configuration of FPE is termed the opposed pistons engine, where two pistons share 

the same combustion chamber, as shown in Figure 2-4 (a). In general, the use of this set up is 

to manipulate driving two loads and their rebounding device. 

The main feature of this FPE configuration is the vibration free operation compared to previous 

engine types [8]. Each load will require a maximum operating stroke length plus the necessary 

fittings lengths and its active length. The force balancing equation for this engine layout is given 

as: 

Ὂᴆ ᴜ Ὂ ȟ
ᴆ ᴜ Ὂ ȟ

ᴆ   =  ὥϽὓ  2-3 



Chapter 2  Background 

11 

 

This configuration was one of the early FPE designs used to ensure symmetric pistonsô vibration 

free motion featured by perfect balance, nevertheless the requirement to double component sets 

increase system cost. Further, a synchronisation mechanism is required which adds another 

frictional loss and reduces overall system efficiency, which is considered the major drawback 

in this configuration. Yet, this configuration had served well as air compressors and gas 

generators in large scale plants and have an efficiency of 31% in hydraulic system [8]. 

One feasible development of this arrangement is the use of the double acting, or opposite 

chambers, engine arrangement, see Figure 2-4 (b), which does not have much difference except 

that the separate pistons are replaced by a single free piston driven from both side chambers. 

 
(a) 

 
(b) 

Figure 2-4: (a) 2D view of opposed pistons with shared combustion chamber and two loads; (b) Double 
acting or opposite chambers arrangement 

 

In such a case a shorter assembly is gained and the engine can drive one side or two sided loads 

depending on the desired application. The main achievement of this assembly is that it can 

operate quietly with multi-fuel capabilities which promote it to fit for small scale applications 

[2]. The driving engine adopted in this thesis considers this arrangement in which the load(s) 

are placed on one side, as will be explained in next chapter. 

2.3 Linear  Machines Background  

In general, linear motion can be classified as oscillating motion or continuous (as in conveying 

belts, escalators, or railway transportation). For both motion types, most LMs past studies 

focused on converting electrical energy into a linear mechanical energy. 
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Studies on Linear Induction Machines (LIMs) have discussed the differences between 

conventional rotating IMs and the LIMs in topological variation, standstill, law and high speeds, 

and self-oscillating applications [21-26]. 

Some pioneering studies have also been recognised in describing the development that have 

been made to LIM of synchronous topology and investigated its ability for electrical power 

generation based on transformer action [27, 28]. Other studies describing LIM principal of 

operation, and classify it according to the geometrical variation and the industrial applications 

with the analytic prediction of fields/forces within machine geometry [29-36]. Most LMs 

belong to one of the classes sorted according to machine membersô lengths and geometry, see 

Figure 2-5, in addition to desired application speed. From these studies, the range of LMs 

application may fall under one of the following: 

(a) Force machines: in which the machine is required to operate at low speed or at standstill 

in applications like transducing [37], or actuation [38]. 

(b) Energy machines: in which the machine is to operate at high speed for accelerating 

purposes as in systems assisting air craft launching [39, 40]. 

(c) Power machines: in which the machine is to work for longer periods compared to 

previous applications. The speed range is variable during operation period such as in 

transportation system, or in electrical power generation like the intended use of the 

machine with the application in the current research.  

 

Figure 2-5: Linear Machines classes based on geometrical variation and member length (a) Flat Long Rotor 
One Sided; (b) Flat Long Stator One Sided; (c) Flat Long Rotor Two Sided; (d) Flat Long Stator Two Sided; and 

(e) Tubular Long Rotor One Sided 
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2.4 Use of Permanent Magnet in L inear Machines 

Progress in the manufacturing technology of rare ï earth Permanent Magnet (PM) accompanied 

by the improvement in its energy product [41], Figure 2-6, has had a major impact on the design 

and applications of most electrical machines. In general, using PMs in an electrical machine 

can result in compactness, high operating efficiency, high torque (force) per unit volume 

besides offering a more reliable system that consumes less, or produces higher, power ratings. 

Nevertheless, penalties like cost, weight, and thermal effect on the PMsô operating conditions 

would add some restrictions and should be considered with care by the machine designer. 

 

Figure 2-6: Rare-Earth PM energy product development [42] 

2.5 Permanent Magnet Linear Machines for FPE application  

All rotating machines can be reformed, with attention to electromagnetic behaviour, into their 

linear counterparts without affecting the operational principals [43, 44]. The following 

subsections will demonstrate the LMs that have been proposed for use with FPE application 

focusing on the up to date topologies. The machines are organised according to two kinds of 

classification categories. 

The first category considers the flux path within the machine geometry, where flux path plane 

in the machine could be: 

(1)  Longitudinal Flux (LF): in which flux path plane is along the axis of motion. 

(2)  Transverse Flux (TF): in which flux path plane is perpendicular to the axis of 

motion. 

The second classification method is according to the positioning of magnet/electromagnet onto 

machine members, of which it gives one of three possible structures [44, 45]: 
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(1) Moving Coil Machine (MCM):  in which the moving member contains only the 

armature winding. 

(2) Moving Iron Machine (MIM ): in which the moving member is a pure iron structure 

which, partially or totally, forms the magnetic circuit. 

(3) Moving Magnet Machine (MMM):  in which the moving member contains the 

magnets/electromagnets within its structure. 

Combinations of these five classifications are discussed in the following sections. 

2.5.1 Longitudi nal Flux machines 

This group of LMs has a flux that flows in planes parallel to the machine as well as motion axes 

as shown in Figure 2-7. This LMs family form a common topology for most linear direct drive 

applications including the FPE application. 

 

Figure 2-7: Longitudinal Flux paths in a Linear Machine of cylindrical geometry 

 

The MCM version of this group has the main feature of low moving mass which promotes it 

for applications requiring fast dynamic response, high operating frequency and few Watt 

ratings, like loudspeakers [44]. On the other hand, the moving coils require flexible leads or 

commutator/brush set to extract the generated power and this imposes continuous maintenance 

besides limiting power ratings. Thus, MCMs are rarely used in high power rating applications 

and in long stroke amplitudes. 
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However, LF generators of tubular geometry have been proposed and studied for use with an 

Internal Combustion Engine (ICE), see Figure 2-8, with reporting the merits of low mover mass 

on system controllability when compared with a MMM and the low efficiencies for low 

operating speeds [46]. Also, the design and comparison of a three - phase MCM with 6 and 8 

poles have been reported with discussion on beneficial use of commutator for system initialising 

and later electrical power extraction and conversion [47]. 

 

 
(a) 

 
(b) 

Figure 2-8: 2D structure view of MCM (a) Ref. [46]; (b) Ref. [47] 

 

MIM with its pure iron mover structure are generally characterised by robustness, ease of 

manufacturing and maintenance procedures, well thermally protected magnets, and applicable 

in both flat and tubular geometries. Such features promote it for power dense applications 

ranging from linear transportation, of single and double sided configurations [48, 49], to wave 

energy conversion application of up to four sides [50] as well as tubular geometries [51]. 

Figure 2-9 clarifies samples of such machines in both tubular and flat geometries. Also, it can 

be seen from Figure 2-9 (b) that these machines are suitable for long stroke applications in 

which case moving short stator of lower mass is more economic. 

 
 

(a) 

 
 

 
 

(b) 

Figure 2-9: Samples of MIM configurations (a) Tubular [51]; (b) Flat [52]  
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This class of LMs has been proposed for FPE application in three ï phases with double layer 

armature [53], see Figure 2-10 (a), then it showed a heavier mover when compared with an 

MMM, see Figure 2-10 (b), for a specified design with geometrical constraints [54]. 

 

 

 

(a) (b) 

  

(c) (d)  

Figure 2-10: Flux Switching MIM machine models (a) Three-phase model [53]; (b) Comparison results [54] 
(c) Single-phase model [55]; and (d) Dual ς stator modified model [56] 

 

The same findings were reported in another MIM topology of single ï phase, single coil 

armature, see Figure 2-10 (c), that has been proposed in [55] and compared with two MMMs, 

all optimised for another design requirement of 1kW power rating. A modified topology of the 

later machine with dual stator configuration, see Figure 2-10 (d), can be viewed by visiting [56]. 

MMMs with LF flux distribution have been widely researched by many research groups 

worldwide, especially with tubular geometries. 

   
(a) (b) (c) 

Figure 2-11: Surface mounted MMM classes (a) Axial (AM); (b) Radial (RM); and (c) Quasi-Halbach (QHM) 

This family of LMs, requires a supporting moving part for mounting the PMs in which an 

additional mass is added to the total moving mass. Based on the magnet orientation, these 

machines are classified as the Flux-Concentrated or the Axial Magnetised (AM), Radial 

Magnetised (RM) or Quasi-Halbach Magnetised (QHM) all are shown in the cut through view 

in Figure 2-11 clarifying machine parts and magnets orientation. 
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Design and testing of a RM machine equipped with slotted conventional windings integrated 

with an Internal Combustion-FPE has been reported [3, 14, 57]. Reported results showed system 

ability to generate 313 W dumped by resistive loading until the engine stalled above this value, 

with no data reported on machine parts weights or the materials used. 

At the same time, another team had reported the analytical field solution with 2D FEA 

verification of this LM family in cylindrical geometry and possible PM arrangements [58]. The 

field solution was then used for optimising and assessing the performance of three machines 

equipped with slotless three-phase conventional windings with regard to force capability, 

associated force ripple and magnet mass [58, 59]. Results showed higher force capability with 

AM machine, albeit by consuming more magnet mass for the larger air gap assumed. Further 

AM model modification was carried out by adopting non-magnetic rod to support translator 

structure, see Figure 2-12, which led to enhancing the force capability, reducing the force ripple 

and a saving of 4.3% in magnet material [60, 61], with further studies on armature-slotting 

effects on self-inductance, reluctance force and impacts on performance due to force fluctuation 

[62]. 

  
(a) (b) 

Figure 2-12: AM tubular model (a) Conventional [59]; (b) Modified [61] 

 

Finite stator length end effects on the thrust force, associated ripple and generated EMF 

harmonics of both RM and QHM excitation has been formulated analytically with FEA 

verification [63, 64]. Possible elimination of end effects in QHM has been examined with the 

appropriate choice of armature length, appropriate displacement between stator and translator 

cores and in order to gain advantageous use of opposition/unidirectional properties of side 

forces [63, 64]. Additionally, optimisation and performance prediction of an RM machine and 

conventional winding under the assumption of the power converterôs controller ability to align 

phase quantities in phase have been presented. Impacts of machine key parameters, core 

saturation, inductance and converter losses on force capability, machine and overall system 

efficiencies have been demonstrated [65]. 

Before proposing the QHM machine topology as a candidate for use with FPE application, 

valuable findings have been reported comprehensively on this machine model. 
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This includes a description of feasible pole/slot number combinations, introduced the modular 

winding of which phase coils are displaced in adjacent slots, the effect of supporting tube 

material on flux distribution and mover weight compared to an RM machine. Key design 

parameters, converter rating and losses influencing performance have been demonstrated and 

prototyped, see Figure 2-13, for an optimal 9slots/10 poles dimensions of which the practical 

model achieved a moving mass of 6.0 Kg [10, 66-74]. 

   
(a) (b) 

Figure 2-13: 9 slot/10 poles tubular QHM for FPE use (a) Topology [69]; (b) Prototyping in FPEC unit [10] 

 

Additionally the prediction of iron losses, PM eddy currents loss and irreversible PM 

demagnetisation have been reported [72] highlighting a performance degradation of up to 6.3% 

in rated force, due to PM demagnetisation, partially and irreversibly at magnet corners due to 

its temperature rise, and with the increase of armature reaction field, see Figure 2-14 (a, b).  

 

 

 
(a) (b) 

 

 
(c) (d) 

Figure 2-14: QHM partial irreversible demagnetisation [74] (a) FE modelling of demagnetised PM corners; (b) 
Effect of demagnetization on machine force capability; (c) Axial air gap between QHM segments; and (d) 

Effect of axial air gap on machine force capability 

RM AM 
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Also, investigations on the use of Soft Magnetic Composite (SMC) as total slot core material 

have reported that performance degraded, although it might offer lower cost [73], with reporting 

its effect on the resulted force capability and machine efficiency. Suggestions like using PMs 

of trapezoidal cross shape (or chamfered), with associated penalties in cost besides 

manufacturing complications, might help in the minimising PM demagnetisation problem; or 

by introducing an additional axial air gaps separating pole segment, see Figure 2-14 (c, d), 

which have negligible effects on force capability besides offering a save in magnet mass, 

however, it may cause some mechanical problems in the assembly of magnets sets [74]. 

Other studies have considered the optimisation by investigating the effect of pole number and 

PM/lamination materials on an AM machine performance designed for specific FPE demands, 

thermal constraints and a system of constant speed [13]. The reported results showed that 

increasing pole number would result in increasing the iron loss. 

Yet, for a constant power operation, current could be decreased and hence copper loss decrease. 

Thus, the resultant specific power can be increased, albeit with decreased efficiency. A machine 

with 10 poles/9slots, 1.49 kW/kg specific power, and 93.5 % efficiency has been concluded to 

fit desired specifications. 

Few interesting works had considered the use of flat type of MMM machine arrangement. A 

single ï phase, two sided-MMM was proposed to replace a tubular geometry machine scheme, 

both with RM, for a 500 W power rating and maximum stroke of 37.2mm. The use of the two 

sided stator was proposed to offset the attraction forces between PMs and salient stator teeth. 

Reported results showed that the two sided machine topology required an extra (38.4 %) in its 

translator mass in order to achieve (43.2%) higher power density, and almost (2%) increased 

efficiency [12]. 

Another fascinating work of using one sided-MMM with RM in square (cube) shape, see Figure 

2-15, has been investigated with experimental validation proposed to reduce cost by simplifying 

machine manufacturing in comparison with tubular geometry. 

 

   
(a) (b) (c) 

Figure 2-15: Square shape of one sided MMM configuration [77] (a) One side stator model; (b) Cross 
sectional 2D view; and (c) 3D view of stator and coil 
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Using this topology also offers much simpler applicability to cogging force reduction 

techniques suggested earlier for use with other tubular geometries, the pole shifting and end 

face stepping [75, 76], which can easily be applied together in this flat cube topology. The 

reported results had clarified the effectiveness of these methods in reducing up to 80% of total 

cogging force of this geometry. 

Recently, a yokeless tubular machine of double movers equipped with QHM and an in between 

(sandwiched) stator of single-phase winding, see Figure 2-16(a), has been proposed for 

integration with a Stirling Engine, which has the same mechanical layout as FPE but with 

shorter stroke amplitude [78]. The machine was proposed with development in order to obtain 

better coil space utilisation for power rating improvement. The design was compared with an 

early optimised MMMs of AM and RM magnets arrangement for a 1kW power rating and same 

drive engine specifications [79]. Higher rated power density was achieved with the proposed 

topology, albeit with heavier mover/magnet masses compared with the AM machine topology. 

 

  
(a) (b) 

Figure 2-16: Yokeless dual mover LF-MMM topology [78] (a) 3D view; (b) Flux path 

 

A linear magnetic ï gear machine topology has also been proposed as a feasible solution for 

the intended FPE application as shown in Figure 2-17. This topology is composed of double 

stationary parts and double moving magnet parts which imposes three air gaps.  

 

  
(a) (b) 

 
Figure 2-17: Magnetic gear machine topology [80] (a) 2D view; (b) Flux distribution 
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The machine shows LF field distribution and the topology was described in which it offers a 

gear ratio of 2.22 between the two movers which contributes to improve the resultant power 

density, albeit with its structure complications and the associated cost. Further, without 

reporting the resultant power densities, especially  power/mass density, nor comparing with an 

existing topology designed for same specification, the design and topology still needs detailed 

analysis to become feasible [80]. 

2.5.2 Transverse Flux Linear Machines 

In general, TFMs are characterised by their high power/torque densities compared to 

conventional machines of radially distributed flux, due to the perpendicular interaction between 

the magnetic and electric loadings of the machine. This perpendicular feature has two major 

effects on machine characterisation. The first effect is a positive one, in which the Volt-Ampere 

(VA) rating of the machine can be doubled by doubling pole numbers, see Figure 2-18, i.e. 

doubling the rate of change of magnetic flux for a given geometrical longitudinal dimension 

and for the same speed [81, 82]. 

 

  
(a) (b) 

Figure 2-18: Flat topology of TFLM with RM (a) 3 poles structure; (b) 6 poles structure 

 

The second impact is unfortunately a negative interference to flux behaviour, since the 

increased pole number for a specified fixed length results in a reduced pole pitch and, therefore, 

two consequences. Firstly, this will cause an increased three  ï dimensional leakage and fringing 

fluxes, i.e. a penalty in cost due to poor PM utilisation, within each reduced pole pitch that 

affects the operating power factor of the machine [81]. Secondly, the low power factor operation 

impacts on power converter VA rating requirements due to their inverse relationship, which 

means another penalty in the system cost [83]. However, the positive features had attracted 

many researchers to explore the design and/or optimisation of TFMs in their linear form and 

possible geometries as a candidate for FPE application. 

Main Flux path 

Current 

flow 
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An intermediate RM poles, or the Z-TFM, and a modified flux paths had been proposed to 

compensate the poor PM utilisation in conventional TFM. Yet in a later study it was hesitantly 

concluded that it requires larger diameter for a specific ratings compared to the original 

machine, even with 35% improvement in useful air gap flux [84]. A further study had reported 

an approximated two-dimension analytical solution based on translator position with account 

for air gap permeances and iron non-linearity in different machine parts. 

Dimensioning and 3D FEA modelling of a 5kW prototype machine was performed using 

iterative solutions of reluctance networks seen by magnets and armature fields. Reported results 

had showed that a maximum power factor of 0.57, and a specific power of 1.05 kW/kg can be 

achieved of which it considered high in comparison with other reported values in MMM and 

MIM [55]. More or less, the poor power factor, manufacturing complications and the 

highlighted defects in prototyped model due to the shortened pole lengths might have stopped 

the concept from later studies, even with the buried flux concentred magnets assembly [9, 85]. 

 Another study considered the tubular TFM topology with surface mounted RMs arrangement, 

see Figure 2-19, and introduced the analytical solution of a modified reluctance network to 

account for the axial leakage flux paths due to the inactive magnets that distort the main flux 

paths and affect the resultant machine performance [86].  

  
(a) (b) 

  

  
(c) (d)  

Figure 2-19: Tubular TFM topology [82] (a) 3D FEA model; (b) Radial cut view showing separate flux path; (c) 
Axial magnets shift to achieve three ς phase design and; (d) Final translator structure 
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The performance of the machine was predicted by 3D FEA performed for a single pole ï single-

phase topology. A Three ï phase TFM design was achieved by setting up an axial shift of 120 

electrical degrees between magnet sets that support separate flux paths per phase. As reported 

in the research, complicated magnet assembly procedures are to be fulfilled with restrictions on 

bearings selection to avoid any possible misalignment between magnet ï stator tooth pole axis 

and the consequences on machine performance. Therefore, appreciable discussions on magnets 

gluing type and methods, coating, translator stiffness enhancement, stator pole construction, 

etc.  had been documented in the study [82]. Still however the predicted power factor of  0.38 

by the modified adopted analytical method does not exceeded the earlier pronounced values for 

this family of LMs [83]. 

 
Lamination A            Lamination B 

 
(a) (b) 

  

  
(c) (d)  

 
 

(e) (f)  

Figure 2-20: TFM topologies (a) Stator lamination; (b) 3-D view of flat stator core structure [88]; (c) 
Staggered teeth lamination; (d) TF with staggered teeth and three ς phase design [89]; (e) Major and leakage 

flux paths in the staggered teeth; (f) TF with staggered teeth and single ς phase assembly [90] 

 

Other work had discussed the Z-TFM design in one side form of which the stator is constructed 

with two mirrored lamination sets, see Figure 2-20 (a, b), to offer simpler machine mechanical 

structure. 
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Again, an axial shift of 2/3 of the pole pitch had been used to implement the three-phase design 

with compromised optimisation of important parameters affecting leakage flux paths and 

performance within the proposed geometry. [87, 88]. Even with its satisfactory characteristics 

like low cogging force and force ripple, high efficiency and the gained manufacturing 

simplicity, the reported power factor compared to other MMM topologies was only 0.44, i.e. 

not exceeding the aforementioned range which indicates that the PMs are still poorly utilised 

which negatively impacted the resultant power densities. This is mainly due to the leakage 

fluxes in transversal and longitudinal paths between adjacent stator teeth, and mover magnet 

poles that had been furtherly inspected and analysed by 3D FEA solution in the study. 

Then, by using a tubular geometry, a solution was proposed by staggering stator teeth with a 

moving magnet mover of multipolar circumferential pair of 1 and 3, see Figure 2-20 (c)-(f), in 

order to enhance the reluctance between adjacent stator teeth without affecting axial mover pole 

pitch nor major flux paths. An in depth analysis alongside with a compromised optimisation 

had been carried out on the topologies that resulted in pronouncing, although theoretically, an 

improved power factor of (0.52) in the initial proposed design [89], followed by a later jump of 

up to (0.67) with 3 circumferential pole pairs [91]. 

Few design studies have considered TFM of single ï phase windings and/or stationary magnets 

that had been optimised using 2D and 3D FEA optimising algorithms to achieve various 

objectives. The machine was designed for up to 3kW power rating and short stroke applications, 

and is featured by robustness besides ease of manufacturing and maintainability. 

Investigations on a moving iron translator configuration had started with 125W power rating, 

where optimisation had discussed, with prototyping, possible design cases achieving mass 

minimising or efficiency maximising [92]. Later study had focused on geometrical machine 

optimisation to improve the specific power while adhering specific performance constraints 

with achievement of 0.06 kW/kg specific power by using 3.58 kg mover mass [93]. 

Specific power had been furtherly improved by replacing the moving iron structure by a surface 

mounted RM translator, which resulted in an increase of 55% in specific power that utilised 

1.78 kg magnet mass [94]. 

When a dual stator, dual air-gap and moving magnet design replaces the later design, this led 

to saving almost 41% of total machine mass by utilising 2.0 kg magnet mass for same design 

specification. A resultant gain of 40% in specific power with a decrease of 51% in mover 

weight, however, versus the raised drawbacks as increased translator manufacturing difficulties 

and magnets demagnetising issues related to their internal eddy current losses had been reported 

[95]. 
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To overcome these issues, the QHM had been investigated for same specification in which it 

showed good improvements in most of the design aspects, except in the mover and magnet 

resultant masses and PM losses. 

          
(a) (b) 

                   
(c) (d)  

Figure 2-21: TTFLM topologies and flux paths for short stroke FPE application (a) Initial MITFLM design [92, 
93]; (b) RMMTFLM design variation [94];(c) Dual stator RMM design variation [95]; and (d) QHMM design 

variation [96] 

 

Figure 2-21 clarifies the topological variation of TFM and corresponding transverse flux paths. 

Addressed reduction of 15% in total machine mass and a 17% gain in power versus a penalty 

of 45% extra magnet/mover mass can be gained using the QHM design [96]. 

It is worth mentioning that some of the reported inductances were in the range of (14 ï 48 mH) 

without discussing the resulting power factor and related drive issues, nor the issues related to 

magnet ï mover assemblage as discussed by other works [82, 93, 94].  

A new TFM, see Figure 2-22(a), in tubular form has been proposed for this application of which 

its configuration offsets the problems of PMs - mover assembly by applying the axial shift to 

the magnetic circuit in order to achieve a three ï phase design [43]. Continuous improvement 

and research, via using both static and dynamic 3D FEA, had showed the efficient use of PMs 

in this machine topology throughout demonstrating the promising performance parameters that 

reported an expected improvement in power factor of up to 0.66 [97]. 

Side by side to the later TFM topology, a new linear flux switching moving iron machine 

version of a rotating counterpart [98] topology was proposed and added to the TFM family, see 

Figure 2-22(b), in which the flux paths of both the PM and that driven by coil currents exhibit 

perpendicular action to the motion direction, i.e. shows transverse flux phenomena, and 100% 

magnet utilisation is a result [43]. 
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Later investigation on the topology against specified design constraints reported the effect of 

leakage flux on machine performance and the improvement yielded by modifying tooth 

structure of initial design, yet not competing for the desired specification [99]. 

 

 
 

(a) 

 
 

 

 
 (b) 
  

Figure 2-22: New TFM for FPE application showing flux paths [99] (a) Moving Magnet TFM; and (b) Moving 
Iron ς Flux Switching TFM  

2.6 Selection of topology criteria  

In the system under study, the LG selected topology must interact effectively with the prime 

mover in order to sustain the maximum efficiency of the integrated system. The initial design 

stage of the machine topology must satisfy two constraints. Initially, those imposed by the 

physical and the operational characteristics of the drive engine. Secondly, the machine external 

characteristics must show high efficiency at various loading conditions as a reflection of the 

good overall material utilisation and the operational power factor. 

Bearing in mind that all machines topologies are equipped with magnets and focusing only on 

the reported tubular geometries, Table 2-1 summarises a comparison between the machines 

highlighting the main features of each topology, qualified by the literature review presented in 

the previous section. 

To identify the most suited machine topology, a relative (+/-) marking system was set on 

specific key factors shared by all topologies in this specific application. When assigning the 

mark values, a positive mark refers always to a good key factor and the vice versa, and when it 

is always superior, i.e. even for a feature, the machine is more suited for the application. 

Main flux  

path 
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The factors were chosen to cover the machines in general as the topology structure and 

performance, and therefore some factor are related to the structure such as the moving mass and 

magnet mass utilization; while other factors are selected according to machine operational 

performance such as the power factor and the power density. 

The key factors were mainly dependant on moving mass and materials costs, as expected the 

topologies that have a lighter moving mass would have a positive mark, which is limited only 

to moving coil machines MCM. Yet this machine topology needs high amounts of PM mass to 

achieve a specified power density due to the limited winding volume and the resultant electrical 

loading, in addition to the limited power abilities of the moving coils and the scheduled 

maintenance requirement. 

Moving iron machines MIM had in general showed a limited resulting force (power) densities 

compared to moving magnet machines due to poor magnet utilisation, besides the heavier 

mover mass for a specified design force [53, 54], keeping in focus that moving mass is stroke 

amplitude dependant. Therefore, it has negative marks in the moving mass, PM mass 

requirement and power density factors fields. 

 

Table 2-1: Summary of PMLM topologies for FPE applications 

Topology Advantages Disadvantages 

LF 

MCM 

Light moving mass, PMs well 

thermally protected, or ease of 

applying an appropriate cooling 

technique. 

Low stroke amplitudes, limited power 

ratings due to the low durability of 

either the coil leads or brushed set, 

resulting in a short term maintenance. 

MIM  

Robust with applicability to long 

stroke amplitudes, and long term 

maintenance. 

Heavy mover, low power/mass density 

due to high leakage fluxes, and hence 

poor material utilisation. 

MMM  

Single 

mover 

Robust, irrespective of magnetsô 

orientation, with high power 

density and suitability for various 

stroke amplitudes, and long term 

maintainability. 

Magnets are not well thermally 

protected. Mover mass is heavy in 

general, especially for long stroke 

applications and for long mover 

machine with high power ratings. 

Dual 

mover 

Robust and much suitable for flat 

geometries, various stroke 

amplitudes and long term 

maintainability. 

Complicated manufacturing with high 

magnet material use, i.e. heavy mover 

(s). Magnets are not well thermally 

protected, nor well utilised resulting in 

poor power to mass ratios. 

TF 

MMM  Robust with high power density 

and suitability for various stroke 

amplitudes. 

Complicated manufacturing process 

when axial shift is applied to mover 

parts and may lead to loss of robustness. 

In general, most topologies showed 

poor magnets utilisation with a power 

factor not exceeding 0.67. 
MIM  
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Table 2-2: Topology marking system 

Topology 

Key factors 

Total 

marks 
Moving 

mass 

PM 

mass 

PM 

thermal 

protection 

Power 

density 

Power 

factor 

(pf) 

maintenance 

LF 

MCM       
 

 

MIM        
 

 

M

M

M 

Single 

mover 
      

 

 

Dual 

mover 
      

 

 

TFM ï MMM type       
 

 

 

The rest of the topologies share the same marks with respect to the moving mass, PM mass and 

thermal protection as well as power density key factors. The other factors score different marks 

as regard to machine power factor and maintenance requirement. In this regard, the moving 

magnet machine in single mover topology is assumed to be easier to maintain compared to the 

dual mover and the transverse flux machines TFM, therefore it has a positive mark. Also, it has 

a positive mark in the operating power factor side by side with the dual mover machine 

compared with the TFM. 

Scanning the advantages and disadvantages of both LF and TF machines summarised in Table 

2-1 and the total marking score in Table 2-2, the machine topology of longitudinal flux and 

single moving magnet mover LF-MMM looks like the better option to select as it showed a 

more convenient candidate for this application and the highest positive marks score compared 

with other topologies. 

However, there still one further problem that may arise in all MMMs, irrespective of the 

selected machine topology or the type of flux distribution. It is due to the temperature rise in 

the expanding (compressing) cylinders due to the operation of the inside pistons. This 

temperature rise will affect the surroundings due to heat conduction, conviction and radiation. 

Should this heat be transferred from the pistons to the connecting rod, the translator and then to 

the magnets, this will expose the magnets to experience a temperature rise that might degrade 

their magnetic properties (demagnetisation effect), or cause the permanent loss of magnetic 

properties at their temperature curie point when accumulated by the heat generated due to the 

internal eddy currents within the magnets. This is totally dependent on the physical properties 

of the materials used in the electrical machine. Also, this depends if any insulation is applied to 

limi t the heat transferred to the areas surrounding engine cylinders.  
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A thermal circuit can be established and the temperature rise in each part of the system can then 

be assessed. Appropriate ventilating and thermal insulation techniques could be investigated as 

a means of improving the coupled system performance by eliminating or reducing the heat 

transfer to the electrical machine, and to avoid the associated fall of PM remanence with the 

increased temperature [100]. However, this topic is outside the scope of the work considered in 

this thesis and included as a future step for the development of the current research.  

2.7 Background on system modelling  

Fundamental operation and performance of various FPEs has been simulated and presented [5]-

[7], [8], [101]. Expansion of these works includes combined electrical and dynamic 

performance using assorted simulation tools [102], [103] and numerical models [104]. High 

operating efficiency of a compact system with a reduced emissions were the major goals in the 

work described by Sven and Markus, [102]. Various investigations on some key parameters 

have been presented in [103, 104] such as the moving mass, spark timing, and equivalence ratio 

to describe their effects on system performance and the feasibility of optimising these 

parameters for optimal engine performance. Feng et.al [105] have reported a detailed simulation 

model of a single cylinder loaded by a Linear Generator and a linear motor acting as the 

rebounding device. Prototyping of simple structure has been investigated by controlling the 

rebounding motor force profile to obtain stable system operation and to increase cylinder output 

power. However, low system efficiency and generating power figures were reported in this 

work, which promise it to be useful in small scale power applications. 

Jia et.al [106] have also presented a study on a spark ignited free ï piston engine generator with 

separation of starting and steady modes of operation of the system. The linear machine was 

dealt with as a linear motor in the starting mode and as a linear generator in the steady state 

mode. Developments of sub-models of the system for each mode were carried out using 

MATLAB/Simulink and results were compared with those of an existing prototype with 

prediction of the engine efficiency.  

In [107] a model of a Linear Joule Engine driving an ideal damper approximating a LG was 

presented and used to propose an overall optimised engine design. 

All these works have simplified the electrical machine to an ideal damper, where the generator 

force varies linearly with velocity acting against engineôs driving force. In electrical terms, this 

assumption means the machine inductance is ignored, the electromagnetic interconnected 

forces effects are ignored and there is no force ripple. 
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Whilst this may be applicable to a constant velocity generator, where inductance can be tuned 

out with a capacitive load, the variable velocity operation of the FPE gives a variable electrical 

frequency where no capacitive tuning can be implemented. In addition, a pure damper includes 

no effects of the combined electromagnetic forces, machine losses, and variation of these 

parameters to the overall FPE system operation. These important parameters and forces need to 

be considered in modelling the LG in order to account for their effects on the integrated system 

operation, sensitivity and the resulting efficiency. 

2.8 Background on cogging force in PM Linear Machines  

Most LM topologies excited by magnets, except air cored machines, suffer from thrust (force) 

fluctuations, i.e. force ripple, mainly due to the existence of attraction forces between magnets 

and slotted armature structure, and partly by the armature reaction and/or reluctance forces. 

Although employing strong magnets achieves higher force densities, the corresponding force 

ripple becomes higher and severely affects the performance of the application. 

Generally, force ripple has been highlighted to influence the positional controllability and 

accuracy in all applications incorporating linearly controlled actuating and servo systems. 

Minimising or eliminating this effect adds complexity to the applied control system, especially 

for low speed applications requiring precise positioning and complying with its safety standards 

[75-77, 108-112]. Therefore, in the reported literature many techniques have been employed to 

reduce these inherent forces and the accompanying effects. 

Some of these techniques are applicable in both planer and tubular machine geometries of which 

some are easy to apply in practice, but with penalties on the resultant machine performance, 

manufacturing cost or lead to reduce the machine force (power) density due to the increased 

inactive machine length/volume. 

Such techniques include adding auxiliary slots (poles) to the armature of a flat PMLSM [111, 

113], see Figure 2-23(a), which achieves a reduction in the rated force fluctuation from 7.2% 

down to 1.14%. Another technique is the extended end tooth width [110, 114] as shown in 

Figure 2-23(b) which can effectively reduce the peak-to-peak cogging force scale down to 85% 

off its initial level. The third technique is the end faces, full or quarter, skewing applied to the 

armature core of a MMM [76, 77], see Figure 2-23(c), and can achieve a reduction of up to 20% 

in total resultant cogging forces. Another technique applied to a MMM  topology with different 

magnet orientation of which it considers shortening the length of the end tooth throughout FEA 

optimisation and was found to significantly reduce force fluctuation to low level margins [79, 

115].  
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Other researchers have reported a solution that dealt with the magnet/pole parts structure. An 

analytical formulation of cogging force components in an AM-MMM has been presented in 

[116] to solve the problem by considering iron pole piece slotting, see Figure 2-23(d). The 

added dummy slots to the iron pole piece proved its effectiveness in reducing or eliminating 

different cogging force active harmonic components, yet its effect on the resultant machine 

force capability has not been considered. 

Pole shifting [75] is also another technique that can be applied in both flat and cylindrical 

geometries. It deals with the magnet structure and helped in reducing the cogging force levels 

down to 65%, 80% and 90% in 4, 6 and 8 poles MMM topologies. Due to the introduced 

asymmetrical pole distribution, see Figure 2-23(e), this technique introduces a negative impact 

on the resultant force capability as discussed by the authors. 

Other techniques had considered magnets skewing, or V-skewing, applied in a planar 

synchronous machine, where the V-skewing has reduced effectively the 5th and 6th harmonic 

components while negligibly affecting other harmonics, see Figure 2-23(f). It is worth 

mentioning that this technique is hard to apply in a cylindrical machine geometry. 

Other research had considered reducing the cogging force using field oriented control with 

feedforward current compensation, ignored time harmonics and reluctance force. The control 

technique has been proposed, investigated and applied alongside with added external poles in 

[112, 117, 118]. Reported simulation and experimental results imply the effectiveness of the 

control method, even with distorted current waveforms at low speed application [112], and for 

constant speed operating machine. 

Constrained by a specific application requirement and for the same magnet mass, newer design 

of 9pole/10slot to replace the existing 8pole/10slot design has been proposed in [119]. The new 

machine model offered lower cogging force and higher thrust force levels for three phase 

applications, yet it introduced an (0.47%) imbalance to the induced EMF in windings. 

In all aforementioned works, cogging force effect in actuating system can be minimised and 

reduced significantly using applicable classical control methods with the suitable power drive. 

The effect of cogging force on the performance of a linear machine operating as a generator has 

never been fully investigated, except in terms of causing vibration, noise and must be minimised 

to achieve smoother operation of the driving engine [79]. 

When the machine works as a power source driven by a variable speed driving system, as in 

this application case, there exists no work that describes cogging force effect on the electrical 

power generated. 
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Further, under such continuously transient operation of the system, classical control techniques 

would fail in achieving the target of controlling the current absorbed by the load. This might 

enforce proposing newer structural techniques that can be applied easily to the selected machine 

topology without affecting its resultant power (force) density. 

 

  
(a) [113] (b) [114] 

  
  

  
(c) [76] (d) [116] 

  
  

 
4 pole RM machine 

 
4 pole AM machine 

(e) [75] 
 

 
(f) [120] 

 
 

Figure 2-23: Structural modification to reduce cogging force in various linear machines  
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2.9 Summary  

A survey has been presented regarding the principal of operation of FPE, its layout development 

and applications that have been introduced over the last 2-3 decades. The existing engine 

configurations were presented with their corresponding force balancing equation of moving 

bodies. A simple explanation of the necessary load operating axial displacement for each 

configuration has also been described using two dimensional drawings, in which it is found that 

this has not been well explained in the existing literature. From the authorôs point of view, this 

dimension is required to ensure compactness of system integration and selection of machine 

topology. The next chapter will clarify why this displacement is important and how it is 

interconnected to the engineôs stroke and affects the resultant system physical dimensions, 

electrical machine dimensions and performance parameters. 

Various machine topologies reported for this application have been reviewed using a new 

sorting method. The method used was found to be inclusive for the purpose of identifying the 

most suitable machine topology for this application. Using this method, the single mover, 

moving magnet machine was selected to design and to study its performance and suitability for 

the application. 

Various modelling methods and assumptions have been reported, in addition to reporting the 

various cogging reduction techniques, with classification, applicable to a linear machine with 

tubular geometries to further highlight in this thesis chapters. 

As the LG is coupled directly to the piston-moving rod, there is flexibility to the designer to fit 

the system into limited volumetric envelopes. However, removal of the rotating inertia provided 

by the crank means the engine is sensitive to the force ripple of the electric machine, potentially 

impacting the thermal and electrical system efficiencies.  
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 : Linear Joule Engine Specification 

3.1 Introduction  

Most heat engine technologies suffer an efficiency penalty when the power rating goes down 

to a couple of kilowatts. Also, the two major prime movers; internal combustion engine and 

combustion turbine, have inherent difficulties to be converted to use renewable sources. The 

Linear Joule Engine (LJE) is an alternative engine technology that can be powered with 

renewables and has high efficiency at the micro-scale. In most literature discussing similar 

systems [103] [104] [105], two parts of the system, i.e. mechanical and electrical systems, are 

separately designed and optimized, therefore, it is impossible to observe dynamic interaction 

between two systems during simulations investigating their operational performance. 

It is important that a coupled model including both mechanical and electrical systems needs to 

be built for accurate performance prediction and optimal engine-alternator design. Therefore, 

this chapter presents at first the LJE, with free double acting piston set up, operational principle 

and characteristics. The Linear Generator (LG) model will then be derived from the designed 

machine model for the LJE under study, finally the combined integrated models will be 

investigated. 

The LJE model in this chapter works in a closed loop form including thermodynamic, 

mechanical and control systems integrated into one systematic model to drive a LG 

approximated to an ideal damper. The dynamic system was constructed using Siemens LMS 

Imagine. Lab AMEsim and the engine operational features are outlined to conclude the 

constraints imposed on the design of the intended load, the linear machine. 

3.2 Linear Joule Engine operation  concept 

Thermodynamic power cycles are the basis for the operation of heat engines, which supply 

most of the world's electric power and run almost all motor vehicles. The most common cycles 

used in Internal Combustion Engines (ICE) are the Otto cycle, which models gasoline engines 

and the Diesel cycle, which models diesel engines. Cycles that model external combustion 

engines include the Brayton, Joule-cycle, which models gas turbines. 

At larger machine powers, gas turbine engines become attractive as the continuous steady flow 

through the combustor avoids the temperature peaks associated with reciprocating engines and 

can naturally have lower emissions. However, gas turbines do not scale well to low power 

smaller machines, primarily as leakage around the turbine becomes dominant. 
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To avoid this, at small engine sizes (1-10kW), it has been proposed to study the Joule cycle 

using reciprocating cylinders and pistons, [2, 121]. 

The first design of the LJE is shown in Figure 3-1(a) [107], while Figure 3-1(b) clarifies the 

ideal pressure ï volume diagram of the applied Joule cycle. The split expansion (hot) and 

compression (cold) cylinders are placed at left and right hand sides of the system. 

 
(a) 

 
(b) 

 
(c) 

Figure 3-1: (a) First design of the Linear Joule Engine [107]; (b) PV diagram of an ideal Joule cycle; and (c) 
System integral length description 

 

The LG, approximated by a simplified damper to mimic its reaction force on the engine 

operation, is centred with its shaft coupled directly with the rods from the compressor and the 

expander. 



Chapter 3  Linear Joule Engine Specification 

36 

 

With the optimal stroke length generated from the parametrised model presented in [107], the 

overall length of the engine-alternator has to be at least two times the stroke length in addition 

to the operational length decided by the peak-to-peak amplitude of the centred linear machine 

and the gaps left for mechanical safety, couplings and bearings as shown in Figure 3-1(c). In an 

external combustion FPE, the working fluid is re-circulated in a closed system. By using heat 

exchangers and any source of heat as solar energy or waste heat from another process, heat is 

added and removed to the working fluid. Heat is added to the working fluid as it is transferred 

between the two separate expansion and compression cylinders of different swept volumes. 

This heat addition can be in the form of external combustion, solar heat, or waste heat from 

another process ï such as in a combined heat and power plant [122], [123]. Compared to the 

ICE here the working fluid does not contain fuel and can now be any inert gas.  

The LJE design offers several advantages compared to rotating-machinery engines. Fuel 

flexibility becomes possible and hence low carbon dioxide emission levels are now feasible. 

Power transmitted to the load(s) can be used directly without the need for load ï carrying 

bearings, inherent in the structure of conventional rotating engines between the piston head-

crankshaft. The efficiency penalty due to engine scaling is totally omitted as the engine 

construction becomes much simpler with its fewer moving parts giving a more compact system. 

3.3 Case study engine model  

A dynamic model of the engine was established using AMEsim software, see Figure 3-2, and 

the main engine geometrical parameters have been parametrised detailing optimal performance 

[107]. The hot cylinder, the expander, provides the system with linear mechanical power used 

to drive the directly connected loads, the damper (Ὂ ȟ
ᴆ) and the compressor (Ὂ ȟ

ᴆ  ) with a 

total moving mass (ὓ , kg). The intake and expel of the working fluid ï air mixture at both 

expander and compressor cylinders were controlled by an algorithm achieved in LabVIEW to 

control the open/close of the valves at both cylinders. Control timing was a measure of real-

time parameters including piston displacement and frequency, working air pressure and 

temperature. All friction  loss components within the system are accounted for by appropriate 

resisting forces to insure balanced dynamic steady ï state operating system. The force balance 

equation of the reversible system is given in (3-1), where: 

 

ВὊ ὥϽὓ       ᵼ      Ὂ ȟ
ᴆ ᴜ Ὂ ȟ

ᴆ ᴜ Ὂ ȟ
ᴆ  =  ὥϽὓ  3-1 

With the LG reacting force (Ὂ ȟ) approximated by: 
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Ὂ ȟ
ᴆ = ὅέὲίὸὥὲὸ ὯϽὠὩὰέὧὭὸώὺ 3-2 

In (3-1) the focus is on the damping force behaviour, and the velocity as defined in (3-2), over 

a mechanical cycle as it reflects the expected LG effect on the engine operation. These system 

performance parameters are obtainable from the LJE model shown to the left of Figure 3-2. 

  

 

Figure 3-2: Linear Joule Engine dynamic model implementation in LMS [106] 

3.4 Engine performance  

The system was simulated for a running time of (10 seconds), where it was noticed that the 

system reaches stable operation after a (time ι 5 seconds) starting from rest. The parameters 

that have a direct impact on the LG design were investigated, although with a damper reaction. 

The variations of the systemôs velocity and the damping force starting from rest until reaching 

stable system operation are clarified in Figure 3-3. 

In stable steady ï state operation of the system, two mechanical cycles of the velocity and the 

damping force profiles are clarified in Figure 3-4, showing that the force and the velocity 

profiles are in phase, based on damper operation. 

A trace of velocity versus piston position in the steady ï state operational region is shown in 

Figure 3-5, and here it shows the stable operation of the system, i.e. with negligible changes in 

piston locus. 

Damping 

Force 

and 

Velocity 

measures 
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(a) 

 
 

 
(b) 

Figure 3-3: Instantaneous time variation of (a) Velocity; and (b) Damping force 

 

 

 
(a) 

 

 
(b) 

Figure 3-4: Two steady-state mechanical cycles time variation of (a) Velocity; and (b) Damping force 
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Figure 3-5: Steadyςstate velocity versus position trajectory (5s < time Җ 10s) 

 

The variation of the piston oscillating motion with time is shown in Figure 3-6 for one 

mechanical cycle in the steady-state operational region. Compared to a Sine wave, just for 

clarification of piston motion inside the cylinder, the difference between both displacements 

can be assumed negligible. Hence, the piston displacement (ὼ) may be expressed in terms of 

the engineôs stroke amplitude as given in (3-3), where: 

ὈὭίὴὰὥὧὩάὩὲὸ ὼ  
ὼ

ς
 
ὼ

ς
ϽÓÉÎ‫ ὸȟά  3-3 

 

Where: ‫ ς“Ὢ; and Ὢ is the mechanical frequency of the system. 

 

Figure 3-6: Linear Joule Engine steadyςstate piston displacement compared with sinusoidal displacement 
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From (3-4), system instantaneous velocity (v) can be obtained and expressed in terms of engine 

stroke and its mechanical frequency as: 

ὠὩὰέὧὭὸώ ὺ  
Ὠὼ

Ὠὸ
 ὠϽÃÏÓ‫ ὸȟάȾί 3-4 

 

Where: ὠ is the peak velocity and is given as: 

ὠ  “Ͻ Ὢ ϽὼȟάȾί 3-5 

3.5 Machine design constraints  

The linear machine connected collinearly to the engine oscillating piston rod must interact 

effectively under the steady ï state operating condition. Therefore, the steady - state operational 

features of the LJE are important. Additionally, the optimal dimensional parameters of the 

engine are also important for system compactness. Thus, the constraints taken forward to design 

the linear electric generator, listed in Table 3-1, are a mix of operational (changing) and 

geometrical (fixed) parameters. 

 

Table 3-1: Linear Joule Engine optimal dimensions and steady ɀ state operational characteristics 

Parameter (symbol/period) Value (unit)  

Expander cylinder outer diameter, (fixed) 200 (mm) 

Stroke amplitude (●╛) 
Exact, (fixed) 120 (mm) 

Achieved 116 (mm) 

Moving mass (ὓ ) 8 (kg) 

Peak velocity, (changing) 4.8 (m/s) 

Peak force (Ὂ ȟ
ᴆ), (changing) 800 (N) 

Frequency (Ὢ: start Ÿ steady ï state), (changing) 20 Ÿ 12.5 (Hz) 

 

The outer diameter of the large cylinder; the expander, is taken as the geometrical limit 

perpendicular to system motion imposed on the design of the linear machine. The exact stroke 

amplitude is taken as a constraint, although it can be noticed that there is a small difference not 

exceeding 3.35% between the dynamically achieved and the exact stroke decided mechanically, 

excluding the mechanical limits at both cylinder ends. This difference is due to the combined 

effects of all interacting engine ï load forces, the dead times assumed in controlling the 

opening/closing of the intake/exhaust valves as well as the total moving mass corresponds to 

the sum of all moving masses including that of the connecting rod. 
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As the difference is very small and occurs at both stroke ends where the velocity is almost zero, 

i.e. load may be assumed inactive, it can be neglected leaving the exact stroke to be used as a 

constraint. 

In order to achieve a full use of the operational stroke, it is preferable in practice to set a ratio 

between machine active length and the stroke amplitude of the driving engine, and look for the 

feasible bore dimension. 

 

Figure 3-7: Half cycle piston motion with a ratio of (1/2 : 1) between active machine length to stroke 
amplitude 

 

The effect of setting this ratio has consequences on the percentage utilisation of both stator and 

translator parts, and the overall system length. If a machine topology is designed to have a 

(1/2:1) ratio as shown in Figure 3-7, its translator needs to be elongated to maintain the machine 

full active area during an engine stoke, as illustrated in Figure 3-7. In this short stator machine 

structure, the required translator elongation must be at least three times that of the stator in order 

to ensure a 100% utilization of stator parts compared to the 33.33% utilisation of translator 

parts. This translatorôs elongation necessity is one of the major factors affecting overall system 

integral performance due to the factorised moving mass [2, 107]. The displacement required 

between the two cylinders in this case needs to be five times the active length of the machine, 

or two and a half times that of the stroke amplitude. A further impact of short ratios (ratio < 

1:1) is the larger bore diameter with consequent larger machine diameter, besides that the rate 

of change of magnetic flux would be higher. 
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On the other hand, a ratio larger than unity would result in a thinner machine with a lower radial 

space utilisation and lower rate of change of magnetic flux. In this thesis this ratio is set to be a 

(1:1) which will impose a translator elongation of twice the machine active length and achieve 

50% utilisation of translator parts along the full engine operating mechanical cycle. 

During steady-state system operation, the velocity profile reflects the behaviour of the moving 

mass and the interconnected balanced forces. This profile has the effect of shaping the per phase 

back electromagnetic force (ὉὓὊ) and hence the delivered electrical power of the generator. In 

all LMs configurations as compared to their rotating counterparts, the peak velocity is important 

and the basis of Faradayôs law of electromagnetic induction is applicable, i.e. an ὉὓὊ is 

induced per phase (Ὁ ) due to the continuous back and forth motion of the translator and the 

corresponding interaction between coils and flux lines. This is expressed as: 

ὉὴὬ  ὔ
Ὠɲ

Ὠὸ
ȟ       ὠȾὴὬ 3-6 

Where: 

 :ɲ Flux linkage that varies with translator position, Wb 

 N: number of turns per phase 

 

Due to the continuous oscillating motion, the useful air gap flux of amplitude (ɲȟύὦ) varies 

with respect to phase windings, and this variation may be assumed sinusoidal due the translator 

displacement [44], and hence may expressed as: 

 ɲ  ɲ  ϽÓÉÎὼȟ       ὡὦ 3-7 

 

Using (3-4) - (3-7) with substitution and rearrangement yields: 

 

ὉὴὬὊ  ὔ
Ὠɲ

Ὠὼ
 
Ὠὼ

Ὠὸ
ὉÃÏÓὼÃÏÓ ‫άὸ     V/ph 3-8 

Where: 

 

 Ὁ  ὔɲ ὠ, is the amplitude of induced EMF 

 

Equation (3-8) indicates that the induced Ὁ  varies as the velocity varies with translator 

displacement, i.e. with mechanical frequency (Ὢ), and with a constant amplitude (Ὁ) which is 

a peak velocity dependant, and this clarifies why the peak operational velocity is important and 

is therefore selected. 
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The steady ï state peak force defines the maximum force level that the engine is able to drive 

prior to stalling. It is used to decide the active area of the electric machine based on the desired 

cooling system and the maximum force per active machine area („). Inspecting the thrust 

density comparison between LIM and Linear Synchronous Machines (LSM) with various 

cooling systems, shown in Figure 3-8, it can be seen that the specific thrust of linear machines 

with natural cooling and thrust force of up to (4250 N), the region highlighted in red in Figure 

3-8, fall in the range å (6×103 - 26×103) N/m2 [45, 124-126]. Hence, for a given design force 

(Ὂ ), an assumed cooling system and typical thrust density, the active area of the potential 

machine can be calculated as given in (3-9): 

Active machine area = ȟά  3-9 

 

 

Cooing systems: 
 

AC: Air Cooling 
 

NC: Natural Cooling 
 

OC: Oil Cooling 
 

WC: Water Cooling 

Figure 3-8: Thrust density of single ς sided LIMs and LSMs at different cooling systems [126] 

 

For tubular geometry, the active machine surface area defines the effective area required and 

maintained constant during system operation over the full stroke range, and at the same time it 

sets the relative relationship between the machine active physical dimensions, i.e. its active 

length (ὒ ) and the active bore diameter (Ὀ ) and is shown in Figure 3-9. 

The last design constraint is the mechanical frequency (Ὢ), the only parameter that has a 

variation range from the start mode to the steady ï state region mode. Design frequency 

selection needs a discussion, bearing in mind that the damping force represents a LG operating 

at rated load, and is velocity dependant. 
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Since the LG is directly connected to the driving engine rod, its electrical frequency (Ὢ) varies 

linearly as the mechanical frequency Ὢ, and vice versa. Therefore, higher system operational 

speeds, frequency, is a result due to a partially loaded LG. As thus, to achieve optimal system 

operation even at part loads, the start frequency is taken as the maximum design frequency. 

 

 

 

 

 

 
 
 

Figure 3-9: Physical active dimensions of any tubular LM topology 

 

3.6 Summary  

This chapter has presented the principle of operation of the Linear Joule Engine using free, 

double-acting piston configuration. Engine performance parameters and operation specification 

have been demonstrated assuming the Linear Generator acting as a simplified damper. 

The tabulated parameters clarifying the constraints imposed on the design of the potential linear 

machine, operating in the generating mode, have been presented and their effects on the 

machine design have also been illustrated with discussions.

ὒ  

Ὀ  
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 : Selected Machine Topology Design 

4.1 Introduction  

This chapter describes the design methodology used to design a Longitudinal Flux Moving 

Magnet Machine (LF-MMM) of tubular geometry for use with the Linear Joule Engine (LJE) 

of the specification detailed in Chapter 3, Table 3-1, to supply a pure resistive loading. Three 

alternative MMMs are designed throughout manual optimisation to react the same driving 

force. All machines have similar stator and translator structures and material to study the effect 

of feasible key design variables on the design. Translator structure with feasible magnet 

orientation has also been considered as one of the key design variables in order to highlight its 

effect on the resulting machine parts weights, overall performance and best magnet utilisation. 

All machines were modelled using 2D FEA with ignored end effects, and by using a transient 

solution, the results were obtained and the resultant machines achieving design objectives have 

been compared and conclusions outlined. 

4.2 Slot / Pole number  combination  

In LF-MMM and along the active length of the machine, the combination of stator slots (ὔ) 

and translator poles (ὔ ) encompassed by the active length are the only effective parts in the 

electromagnetic energy conversion process. Thus, the active length, the slot pitch (†) and the 

pole pitch (†), with (q) representing number of slots per pole per phase, are simply related to 

each other as: 

ὒ  ήϽὔϽ†  ὔ Ͻ† 4-1 

 

For a basic three phase machine design configuration with ή ρ and a minimum combination 

of three stator slots and two translator poles, see Figure 4-1, the slot pitch (— ) satisfying three 

phase requirement, and that of the pole pitch (— ) satisfying 180 electrical degrees between 

adjacent translator poles may be defined as: 

 
—  Ὧ“  

ς“

σ
 

—  Ὧ“  “ 
4-2 

 

By making use of (4-1) and (4-2), and with k = 1, 2, é, it can be shown that: 

 

ὔ  ὔ
σὯ  ρ

σὯ  ς
 

 

4-3 
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Figure 4-1: Three ς Phase linear machine of three stator slots and two translator poles 

 

It must be noted that for the viability of the above relationship, (ὔ) must be divisable by three 

for any given pole number (ὔ ), and thus the term (
  

  
) must be a positive integer [100]. 

Feasible slot-pole number combinations that achieve three phase MMM machine configuration 

of up to 15 slots are listed in Table 4-1, although a higher slot number is also achievable, it is 

deduced in here for up to 15 slots. 

 

Table 4-1: Feasible slot/pole combination 

Slots (╝▼  Pole number (╝▬  

3 2, 4 

6 4, 5, 7, 8, 11 

9 4, 6, 8, 10, 12, 14 

12 2, 7, 8, 10, 11, 13, 14 

15 10, 14 

4.3 Machine topolog y 

The machine geometry adopted in this study is of tubular geometry due to symmetry offering a 

theoretical total elimination to the forces perpendicular to the axis of motion. The aim of the 

design is to investigate the effect of PM orientation on the machine compactness, magnet 

utilisation for a specific design force and on the overall machine performance. 

The design of three machine topologies is presented in here for (ὔ  φȟὥὲὨ ὔ χ) 

combination, although other combinations can satisfy the design objectives. Figure 4-2 shows 

a schematic of general machine topology. 
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Figure 4-2: 3D quarter cut view clarifying the general investigated topology parts 

 

All machine models are assumed to be naturally cooled and the geometrical constraints imposed 

by the drive engine are considered as follows: 

¶ Firstly, and as stated before, all models have a (1:1) ratio of active length to engine 

stroke. 

¶ Secondly, design objectives were set to satisfy the design force as a first objective, 

then investigate system compactness as the second objective. 

¶ Thirdly, when investigating the effect of stator outer diameter on the machine 

resultant force capability for a specified bore diameter, the optimal balancing 

between magnetic and electric loading was taken into consideration [10, 55]. 

Bearing in mind that the increase or selection of stator outer diameter is kept within 

certain limits and accounting for the machine housing thickness as clarified in 

Figure 4-2. 

4.4 Design variables and PM orientation  

Initial machine dimensional parameters are designed based on classic design theory and 

elaborating on specific thrust criteria [44, 125, 126]. A longitudinal cut view of the unified 

machine base model is shown in Figure 4-3, clarifying common key design variables. It also 

shows that stator slots are occupied by three ï phase windings of modular connection which 

gives higher force capability compared with conventional windings [100, 127, 128]. 

Stator housing 

Translator 

Slot 

Magnetic poles 

Translator 

supporting 

tube 
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According to the PM orientation, the three feasible translator magnet arrangements are Axially 

Magnetised (AM), Radially Magnetised (RM) and Quasi Halbach Magnetised (QHM) as shown 

in Figure 4-4(a-c) respectively. To achieve a specified force capability, there must be an 

electrical load to dump the electrical power generated by the machine. Therefore, a simple star 

Resistive Loading (RL) is connected to the star connection of stator winding as shown in Figure 

4-4(d). Each topology has five optimisable variables, except the RM machine topology, where 

a flux return path is compulsory in the translator core, thus a sixth parameter is added and 

termed (TCBH) in Figure 4-3. 

 

Figure 4-3: Longitudinal view illustrating optimisable parameters in machine topology 

 

In all machine models, stator magnetic circuit composed of teeth and stator core back is 

modelled by non ï oriented silicon steel material graded as M-15 26 Ga that starts to saturate 

at flux density of 1.6 T, which is also used in translator magnetic circuit when required. The air 

gap length (Ag) is taken to be (1mm) complying with perceived manufacturing tolerance. The 

translator is composed of a robust supporting tube (sleeve), surface mounted PMs of grade 5ï

Samarium Cobalt and/or iron pole segments if required. 

4.5 Optimisation methodology and results  

All machine topologies were optimised using the transient solution in 2D FEA software. The 

same speed was used in obtaining the solutions of the three alternative models while supplying 

the same resistive balanced load. 
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(a) 

 
(b) 

 

  
(c) (d)  

Figure 4-4: Investigated machine topologies and connected load (a): Axially Magnetised magnets; (b) Radially 
Magnetised magnets; (c) Quasi-Halbach Magnets arrangement, and (d) Resistive Loading 

4.5.1 Details of 2D FEA model 

A general 2D FEA machine model is shown in Figure 4-5(a), and the mesh size is shown in 

Figure 4-5(b). The full machine active length was modelled after cutting the machine 

longitudinally and extruding it along the full air gap circumferential length. Since the machine 

has an odd pole number, odd periodic boundary condition was applied to the outer surfaces of 

the air box enclosing the translator components in addition to stator side faces, which is the case 

corresponding to ignoring stator end effects. The transient solution was obtained by moving the 

translator components in the assigned direction shown in Figure 4-5(a) in time steps that achieve 

the peak driving engine speed (4.8 m/s). The full 7 pole distance was solved transiently while 

using a 0.25mm mesh size in the remesh regions, and a 2.0mm in the other model regions to 

obtain the results such as the electromagnetic force, EMF generated, losses, etc. 

4.5.2 Methodology 

A manual optimisation method using transient solution of 2D FEA models is carried out to 

optimise, individually, key design variables of each topology. It is implemented by automating 

Microsoft Excel and the FEA modelling software via Visual Basic Scripting (VBS), as clarified 

in the framework shown in Figure 4-6. Optimisation addressed towards achieving the design 

objectives bearing in mind that design variables are entirely coupled by the electromagnetic 

loadings of the machine. 
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(a) 

 

 
(b) 

Figure 4-5: (a) 2D FEA general machine model used in optimisation; (b) Mesh size of the general model 

 

Therefore, optimisation started with the variables that influence all objectives at the beginning, 

then considering remaining variables while keeping the optimised variable unchanged. 

Individual investigation of the variation of each variable is used to enhance the understanding 

of how the machine force capability is affected by these changes for each topology. The ranges 

of different design variables variation are listed in Table 4-2. The results are displayed in per 

unit (pu) scale while the machine is running at a peak driving engine speed of (4.8 m/s) and at 

a room temperature of (20o C), assuming a perfect thermal isolation protecting the PM from the 

heat transferred from the running engine. However, a practical temperature measure could be 

used to account for the heat in the area surrounding the machine. 
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For a resulting slot area (ὃ , m2), a fill factor in the range (πȢυ Ὧ πȢχ) and a conductor 

area (ὃȟ m2), the number of turns per slot (ὔὧ) is obtainable using the formula: 

ὔὧ  
ὃ ϽὯ

ὃ
 4-4 

 

 
 

Figure 4-6: Optimisation methodology framework 

 

Table 4-2: Design variables variance ranges 

Design variable, unit 
PM arrangement 

AM  RM QHM  

Stator diameter (2ROS), mm 175 - 192 

PM height (MH), mm 7 ï 12 

Axial PM width (MW), mm 7 ï 12 --- 10.14 ï 6.64 

Radial PM width (MW), mm --- 8.14 ï 17.14 7 ï 10.5 

Tooth width (TW), mm 3.5 ï 9.8 

Stator core back height (SCBH), mm 2 - 6 

Translator core back height (TCBH), mm --- 2 - 5 --- 

 

4.5.3 Stator outer diamet er 

Figure 4-7 clarifies the effect of stator outer diameter increase on the machine force. It shows 

that force capability increases with increasing stator diameter notably in QHM topology 

compared with other topologies. 

 Peak force capability is obtained with specific diameter figures in all machines, where further 

increments have no, or negative impact on the resulting electromagnetic force. Outer diameter 

is thus selected based on maximum force. 
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Figure 4-7: Variation of electromagnetic force with stator outer diameter (2ROS) 

4.5.4 PM Dimensions 

Figure 4-8 (a) illustrates the effect of increasing PM height on the resulting force, where it can 

be seen that the force increases almost linearly for both AM and QHM machines, whereas in 

the RM machine this increase is negligible. This indicates that as the PM dimension increment 

is perpendicular to its orientation, its magnetic energy effect on the force production does not 

change significantly. This can be seen in the RM force results, where an increase of (5 mm) in 

magnets height results in only (4%) increase in the force production and fixed translator core 

back. Figure 4-8 (b) shows the variation of electromagnetic force with dimensional ratio 

(Űm/Űp). Since all translators have the same fixed pole pitch, in order to investigate this 

dimensional change in the both the AM and QHM machines, the axially magnetised magnet 

width is changed while the width of the iron part of the pole is a result. In the RM machine 

topology, the width of the radially magnetised PM is changed with respect to the fixed pole 

pitch, which introduces air gaps in the pole sides. 

Both the AM and the QHM machine models show an increase in force capability until saturation 

starts to take place in each machine magnetic circuit. QHM machine force capability shows an 

increase, peak at optimal ratio of (Űm/Űp = 0.5) and then declining with further ratio increase. 

The results also clarify that force capability of RM is not feasible even with magnets spanning 

the full pole pitch with different radial dimension. Tooth width, Stator and Translator core backs 

The results of changing the tooth width (TW), stator core back height (SCBH) in all models, and 

the translator core back in the RM are displayed as ratios with respect to slot pitch (ʐ). 
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(a) 

 
(b) 

Figure 4-8: Variation of electromagnetic force with PM dimensions (a) PM height effect; (b) PM width to 
ǇƻƭŜ Ǌŀǘƛƻ όˍmκp̱) effect 

 

Figure 4-9 (a) shows the variation of electromagnetic force with the dimensional ratio (TW/Űs), 

where it can be seen for each machine model there exists an optimal ratio for this dimensional 

ratio variation that corresponds to peak force reflecting the balanced interacting electromagnetic 

loadings in each topology. This fact is also true in other dimensional ratios variation and their 

effects on force capability as shown in Figure 4-9 (b). 
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(a) 

 

 
(b) 

 

Figure 4-9: Variation of electromagnetic force with dimensional ratios (a) Tooth width effect (TW); (b) Stator 
and translator core backs effect (SCBH, TCBH) 

 

Figure 4-10 shows the variation of the rated load force profile of the optimal selected machine 

topologies, while Figure 4-11 shows the flux distribution in these topologies at the rated load. 

It can be seen from Figure 4-10 that the peak obtainable force in the RM machine configuration 

does not exceeds (0.75 design force) limited by saturation in the translator core back as depicted 

in Figure 4-11 (c). 
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Figure 4-10: Rated force variation over one electrical cycle of alternative optimal Longitudinal Flux Moving 
Magnets Machine topologies 

 

A flux density of (2.43 T) is detected in the RM translator core back region, exceeding 

saturation level of the material used. Limited force capability makes the RM machine unsuitable 

for this application under these running conditions and design geometrical constraints, 

therefore, it is not considered further in the rest of this work. The final optimal variables of the 

AM and the QHM machines are listed in Table 4-3. 

 

Table 4-3: Optimal machines variables 

Parameter, unit 
PM arrangement 

AM  QHM  

Stator diameter (2ROS), mm 180 187 

PM height ï width (MH, MW), mm 11- 8 8.5 - 17.143 

Tooth width (TW), mm 7.7 6.3 

Stator core back height (SCBH), mm 4 5 

Turns per coil (NC), turns 40 48 
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(a) 
 

 
(b) 

 

 
(c) 

 

Figure 4-11: Rated load flux distribution showing saturation regions in optimal models of (a) AM machine; 
(b) QHM machine; and (c) RM machine 
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4.6 Performance comparison  

By recapturing the results of FEA transient solution of the selected optimal machine models, 

the efficiency (–) is calculated using formulas of both input and output powers, with negligible 

frictional losses, where: 

ὖ  ὖ  ὖ  4-5 

ὖ  ὖ  ὖ  ὖ  4-6 

ὖ  ὠὍ  ὠὍ  ὠὍ 4-7 

and 

Ϸ –
ὖ

ὖ
 ρππ Ϸ 4-8 

 

In practical consideration of measuring input mechanical power driving the alternator, (4-5) 

does not retrieve actual results as mechanical driving power is a reflection of driving engine 

velocity times its boosting force, and thus this principal is used in calculating the machine input 

power and the corresponding efficiency defined by (4-8). In (4-6), the iron loss (ὖ ) 

represents eddy currents and hysteresis losses in the magnetic circuit. The copper loss (ὖ ) is 

a reflection of the resulting current density and phase resistance. (ὖ ) is a further eddy currents 

loss in magnets and sleeve due to eddy currents induced by the oscillating movement of the 

translator, [96]. 

FEA transient solution accounts for this loss as ohmic losses in PMs and the sleeve. Practically, 

this loss can be minimised by circumferential segmentation of magnets. Eddy currents power 

loss in the sleeve is unrecoverable, as segmentation would weaken it and it is a function of the 

selected sleeve material. The electrical output power (ὖ  ὩὰὩὧὸ) in (4-7) is the sum of the 

instantaneous power averaged over one electrical cycle in all phases. 

 

Table 4-4: Optimised machines volume and masses 

Parameter, unit 
PM arrangement 

AM  QHM  

Volume, mm3 3.6 × 10-3 3.74 × 10-3 

PM mass, Kg 1.745 2.89 

Translator mass, Kg 4.36 3.71 

Copper mass, Kg 7.4 8.62 

Stator mass, Kg 12.33 13.57 

Total mass, Kg 16.69 17.28 
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Table 4-4 lists a comparison between the remaining optimised machines by considering the 

volume and materials masses. The translator (moving) mass is of importance above all other 

component masses as this parameter is a constraint imposed by the drive engine operational 

constraints. Table 4-5 lists a comparison of performance parameters of the resultant machines 

at rated loading condition. Force ripple is also included since it is important for smooth 

operation of the integrated system and its effect on system integral operation will be explained 

later in Chapter 6. 

Table 4-5: Optimal machines performance parameters 

Parameter, unit 
PM arrangement 

AM  QHM  

0 , W 25 19 

0 , W 57 68 

0 , W 37.5 39 

* , A/mm2 5.9 5.93 

Rated load force ripple (& ), N 33 10.5 

0 , kW 3.65 3.69 

0 , kW 3.72 3.78 

% Efficiency 98.12 97.62 

Power density, kW/m3 1.01 0.97 

Power/mass ratio, W/Kg 219.3 213.8 

 

4.7 Weighting Criteria  

A weighting score system using specific coefficients and percentage criteria is proposed in 

deciding the most appropriate machine between the AM and the QHM remaining machines. 

Three coefficients are selected with consideration to manufacturing cost represented by magnet 

mass, moving mass and overall machine efficiency from performance parameters. The higher 

percentage score of a coefficient, the better coefficient; and the machine final score is used to 

judge the selection of the appropriate topology for this specific application.  

Amongst whole machine parts, mass of magnets and orientation type have importance when 

considering manufacturing cost and maintainability of the machine, and thus this coefficient is 

evaluated to represent 50% of the total scoring system. The lowest PM mass of the optimised 

machines tabulated in Table 4-4 is used as a base value in weighing this coefficient. 

Furthermore, the limitation of maximum moving mass and the operating mechanical cycle of 

the engine imposes restrictions to the designer to look for a lighter mover design and adds 

complexity to the final judgment. 
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In order to achieve full use of the LJE mechanical cycle, translator length should be twice the 

machine active length. Therefore, twice the translator mass is also included in the scoring 

system and evaluated using a base of (6 kg). This base value is selected from Table 3-1, the 

maximum moving mass constraint, by taking out (2 kg) assumed to represent the connecting 

rod mass from the constraint. 30% is assumed the contribution of this coefficient in the total 

scoring system. 

Both coefficients are weighed using (4-9), where (ὅέὩὪὪὧὭὩὲὸ ὺὥὰόὩȟ) defines the value of 

the coefficient under evaluation; the (Base) defines the base used in evaluating the coefficient 

under weighing, (X) is the weighing coefficient assumed percentage and subscripts (1, 2) refer 

to the abovementioned coefficients. 

 

Ϸ ὅέὩὪὪὧὭὩὲὸȟ ρ
ὅέὩὪὪὧὭὩὲὸ ὺὥὰόὩȟ ὄὥίὩ

ὅέὩὪὪὧὭὩὲὸ ὺὥὰόὩȟ
ὢȟϷ 4-9 

 

The remaining 20% of the scoring system was offered to evaluate the resulting machine overall 

efficiency which reflects the total design interconnected performance parameters. Figure 4-12 

shows the results of the scoring system used and it is clear that the AM topology score is higher 

than that of the QHM machine topology. 

 

 

 

Figure 4-12: Scoring system results 
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Additionally, from Table 4-4 results, the cost of using magnet and copper materials in the AM 

topology is cheaper by 40 % and 14 % respectively.  Furthermore, the former machine is more 

compact, that resulting in its higher power density. The only drawback of the AM topology is 

its resulting rated force ripple. However, as a percentage of the total design force, force ripple 

of both machine topologies are in the range of (1.3 ï 4.1%), which makes it of negligible 

importance in current design stage without applying any force ripple reduction technique. Thus, 

based on the scoring system results and the cost of material use, the AM machine is more 

appropriate for this application. 

4.8 Conclusion  

This chapter had explained the optimisation methodology based transient solution of 2D FEA 

modelling technique. The methodology started by defining the design objectives and the design 

variables, and ended by demonstrating its use in the design of three alternative topologies of 

Linear Generators of moving magnet and longitudinal flux configuration. The applied 

methodology is considered as a useful tool in designing this family of linear machines for any 

desired force rating. 

The optimisation results presented show that the machine equipped with radially magnetised 

magnets (RM) is unsuitable for the application with its resulting force of (0.75*design force) 

under the considered geometrical constraints. 

The comparison made via the suggested scoring system showed that the competing machines 

have different scores with regard to the selected weighing coefficients and the used percentage 

criteria. The axially magnetised (AM) machine has a higher score over the Quasi Halbach 

(QHM) machine, despite its higher translator mass. The lighter magnet mass makes the AM 

machine cheaper by at least 40 % when considering manufacturing cost of the translator only. 

Therefore, the AM machine has been adopted in the following chapters for further investigation, 

development, modelling and prototype construction. 
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 : Flux ï Concentrated Tubular M achine Detailed Design 

5.1 Introductio n 

This chapter considers the effect of changing some parts of the axially (Flux ï Concentrated) 

magnetised tubular machine selected in Chapter 4. This is performed to investigate a more 

manufacturable design. The following design variables are investigated: 

1- Core material. 

2- Air-gap length and grade of magnet. 

3- Translator pole number (5 versus 7). 

4- Power conversion method. 

General formulas that describe the variation of both the inherent cogging force and that due to 

the coil driven flux force over translator position are derived. These formulas will be used to 

implement the modelling of the Linear Generator (LG) taking into consideration the effect of 

finite stator length end effects on the resultant on load force ripple variation. 

These changes and performance parameters investigations have been carried out using 2D 

axisymmetric, as opposed to 2D FEA used in previous chapter, which was found to give results 

as close to as a 3D model with much saving in solving and overall design process times. The 

difference between 2D and 2D axisymmetric machine modelling is described in Appendix A. 

5.2 Core material investigation  

The initial machine core magnetic material was set in the FE software from Magnet to the 

available grade M-1526 Ga, a common grade of fully processed non-oriented silicon steel in 

different lamination thicknesses. Due to adopting a tubular geometry, and the nature of flux 

distribution pattern shown in Figure 5-1, using laminations means that the formation of stator 

core back requires radially stacked laminations, while the teeth are formed by axially stacked 

laminations. In practice, this would result in a complex manufacturing and assembly processes 

to form the structure shown in Figure 5-2(a). This complexity can be reduced by using Soft 

Magnetic Composite (SMC) material for the stator core back keeping the teeth formed from 

lamination as shown on Figure 5-2(b). 

Translator pole segments separating the magnets are also modelled by SMC material to provide 

the necessary two dimensional flux path through each segment which cannot be achieved in the 

case of radial lamination stacking. 
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Figure 5-1: 2D view of flux distribution in the machine geometry 

 

  
(a) (b) 

Figure 5-2: Stator yoke and tooth structure using (a) Laminated steel for both components; (b) Laminated 
steel for tooth and Soft Magnetic Composite for stator core back 

 

Before performing the modelling and FEA analysis using 2D axisymmetric, stator core back 

and translator pole segments were modelled by the available SMC material grade in the 

software, Somaloy 700HR 3p from Höganäs1, corresponding to the same material that will be 

used in the manufacturing of the actual test rig in Chapter 8. The B-H curves of different core 

materials used are shown in Appendix B, showing the lower permeability of the SMC material 

compared to the lamination material, and hence a lower force capability is expected as clearly 

shown in Figure 5-3. It is clear that the average machine force capability is reduced due to using 

lower permeability magnetic material, with negligible effect on the peak-to-peak force ripple 

(Ὂὴὴ) and its cyclic behaviour. 

                                                 

1 https://www.hoganas.com/  

https://www.hoganas.com/
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Figure 5-3: Effect of core material on rated load force over one electrical cycle (2D FEA) 

 

The rated force is reduced by 1.5 %, while  Ὂὴὴ is increased by 0.138 % when using the 

700HR 3p material. 

5.3 Investigation of air -gap length based magnet grade 

By keeping the bore diameter and machine loading condition unchanged, the air-gap length and 

the magnet grade has been changed to overcome the manufacturing difficulties and tolerance 

issues that may appear in case if magnets are supplied in arcs form instead of a complete ring, 

a manufacturing fact based magnet grade discussed with supplier during ordering. If the 

magnets are supplied in segmented arcs to form a ring, an appropriate coating must be used to 

hold ring segments in position during translator poles assembly to avoid any undesired forces 

that could act to deform ring segments assembly. Therefore, the initial design air-gap of (1 mm) 

length is increased to be (1.5mm) to ensure enough room to use magnets coating should 

necessary [82]. 

The initial PM grade was (SmCo5) of a 0.87 T remanence and an energy product of 140.8 kJ/m3 

at ςπC, and the replacement grade is (SMCo17) of a 1.08 T remanence and an energy product 

of 220.3 kJ/m3 at ςπC, a stronger magnet grade. 

For the same magnetic circuit of laminated teeth and SMC material used in stator core back and 

translator pole segments, the machine design is modified using 2D axisymmetric FEA to react 

the required design force against the air-gap length and magnet grade changes. 
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Force capability of both design models is shown in Figure 5-4, and the resulting dimensional, 

volume, mass and performance comparisons are listed in Table 5-1 and Table 5-2 respectively. 

It can be seen that stator slot geometry is unaffected, while translator pole structure is largely 

influenced by these changes. A penalty of 26 % in PM mass was required to achieve the same 

performance, which consequently increases the translator mass, PM eddy current loss and a 

slight reduction in efficiency. On the other hand, the load force ripple decreased from 3.24 % 

to 1.77 % offering partial offset to the aforementioned penalties. 

 

Figure 5-4: Variation of rated load force over electrical cycle with air gap and magnet grade changes 

 

Table 5-1: Optimal machines dimensional, volume and mass parameters 

Parameter, unit  1st design Modified design 

Stator diameter (2ROS), mm 180 

Tooth width (TW), mm 7.7 

Stator core back height (SCBH), mm 4 

Turns per coil 40 

Copper mass, Kg 9.34 

Stator mass, Kg 16.45 

Air -gap, mm 1 1.5 

Translator diameter (2ROT), mm 104 103 

PM height ï width (MH, MW), mm 9- 7.5 12 - 8 

PM mass, Kg 1.17 1.59 

Translator mass, Kg 3.56 4.19 

 

 

725

750

775

800

825

850

875

0 0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

F
o
rc

e
, 

(N
)

Time, (ms)

1st design Ag=1mm, SmCo5 Modified design Ag=1.5mm, SmCo17



Chapter 5  Flux ï Concentrated Tubular Machine Detailed Design 

65 

 

Table 5-2: Optimal machines performance parameters 

Parameter, unit 1st design Modified design 

0 , W 16 15.6 

0 , W 76 75 

0 , W 113 136 

* , A/mm2 5.8 

Rated load force ripple (& ), N 27 14.5 

0 , kW 3.75 3.7 

0 , kW 3.93 3.91 

% Efficiency 95.2 94.6 

Power density, kW/m3 1.23 1.21 

Power mass ratio, W/Kg 190 179 

 

To avoid the manufacturing complexity if segmented magnets are supplied, the larger air gap 

design is selected for further investigations despite the reduced power density and power mass 

ratios. 

5.4 Pole number investigation  

Another machine model of same stator structure but a 5 pole translator has been designed and 

compared with the modified 7 pole design, see Figure 5-5. Both designs were optimised 

assuming ignored end effects. Also, they have the same stator outer diameter, same stroke ratio, 

same air gap length of (1.5mm) and same magnets grade for comparison fairness. 

 

The purpose of this comparison is to: 

1- Describe the effect of lower pole number on the resultant machine performance 

parameters. 

2- Analyse the cogging force at both no-load and loading conditions such that a formula 

describing these effect can be generalised. 

 

Typical machine dimensional and mass parameters are listed in Table 5-3, where another 

parameter is added and termed as the effective PM mass per pole, (bolded in the table), in order 

to explain its importance on the resulting force ripple at both rated and no ï load condition. 

Table 5-4 lists the performance parameters of the competing designs. 
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(a) (b) 

  

Figure 5-5: Configurations of the competing machines (a) 7 pole design; and (b) 5 pole design 

Table 5-3: Typical machines dimensional and mass parameters 

Parameter, unit 7 pole design 5 pole design 

Stator diameter (2ROS), mm 180 

Tooth width (TW), mm 7.7 5.6 

Stator core back height (SCBH), mm 4 2.5 

Turns per coil 40 49 

Copper mass, Kg 9.34 11.58 

Stator mass, Kg 16.45 16.77 

Air -gap, mm 1.5 

Translator diameter (2ROT), mm 103 

PM height ï width (MH, MW), mm 12 - 8 12 ï 9.5 

PM mass, Kg 1.59 1.35 

PM mass/pole 0.227 0.27 

Translator mass, Kg 4.19 4.17 

Volume, mm3 3.05 × 10-3 

Total mass, Kg 20.64 20.94 

 
Table 5-4: Typical machines performance parameters 

Parameter, unit 7 pole design 5 pole design 

0 , W 15.6 15.7 

0 , W 75 96 

0 , W 136 66 

* , A/mm2 5.8 5.88 

Rated load force ripple (& ), N 14.5 58.3 

0 , kW 3.7 3.83 

0 , kW 3.91 3.99 

% Efficiency 94.6 96 

Power density, kW/m3 1.21 1.25 

Power mass ratio, W/Kg 179 183 
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Compared to the 7 pole translator, the 5 poles design model has a better PM utilisation with a 

total saving of 15 % in material and a consequent lower eddy current loss in the magnets. There 

is an increase in copper loss resulting from the increased slot geometry and the increased 

electrical loading of the design. However, higher electrical loading means a higher electrical 

power output and hence a better overall machine efficiency. 

The force capability of typical designs is shown in Figure 5-6 at rated load. The no-load cogging 

forces due to slotting effect over half electrical cycle is shown in Figure 5-7.  

 

Figure 5-6: Variation of rated electromagnetic force over electrical cycle with 5 & 7 magnetic poles 

 

Figure 5-7: Variation of no-load cogging force over a half electrical with 5 & 7 magnetic poles 
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Figure 5-7 shows that the electrical frequency decreases as the pole number decreases in the 

machine topology under investigation. Further, it shows that the higher the PM mass per pole 

ratio, the higher force fluctuation at both loading conditions. From these two graphs, the 

variation of cogging cycle is periodic with periodicity (Ὑ) depending on the number of stator 

slots and translator poles, [75, 116], and is six in these typical design models over one pole 

pitch in both cases. Therefore, the variation of cogging force over one translator pole as a 

function of mover position (ὼ) can be expressed as: 

 

 Ὂ ὼ  Ὂ ϽίὭὲ
“

†
ὙϽὼ ‮  5-1 

with Ὑ  
ὒὅὓ ὔȟὔ

ὔ
ὔ  5-2 

 

Where (Ὂ ) is the peak of cogging force and the symbols (ὔ, ὔ , †) are the number of slots, 

number of translator poles and translator pole pitch, respectively. The ( ) sign in phase shift 

(morf tfihs eht stneserper tfihs esahp eht dna ,rotalsnart eht fo noitom gnitallicso rof sdloh (‮ 

position corresponding to peak cogging force with respect to the stationary stator, where: π

‮ ρψπ. (ὒὅὓ) stands for Least Common Multiple between stator slot number and 

translator pole number. 

With regard to design selection, it is most favourable that when a LG is selected for FPE 

applications, its reacting force must be as smooth as possible to ensure stable system operation 

and accurate in-cylinder piston motion control. Since the 7 pole design model has the lower 

force fluctuation it is therefore more suitable for the application compared with the 5 pole 

machine model. 

5.5 Power conversion technology investigation  

All the machine designs described previously have considered an assumed balanced Resistive 

Loading (RL) to dump the power generated by the linear machine. In the literature [10, 61, 79, 

100, 128], the load was undefined and its impacts on the machine design and the resulting 

performance parameters therefore has not previously been considered. In this section, two 

additional possible power conversion technologies are considered to investigate the electrical 

circuit influence on the resultant machine dimensional and performance parameters while 

extracting the rated power. The resultant electrical power output will be a function of machine 

losses and the operating power factor. 
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The two additional power conversion technologies considered are: 

(a) Grid Interface (GI): The Grid Interface scenario assumes power is injected into the 

referenced LV side of the UK power grid, see Figure 5-8. It assumes a 5 % voltage drop in 

each uncontrolled conversion unit representing internal losses, and an ideal DC link 

voltage. 

(b) Unity Power Factor Controlled Converter (UPFCC): The Unity Power Factor Controlled 

Converter shown in Figure 5-9, assumes a fully controlled current density equals that 

resulted from the previous (GI) loading method. The Controlled Converter forces the 

machine to operate at UPF, i.e. the current is controlled to be in phase with the induced 

EMF and the load absorbs all the real power generated by the alternator [128]. 

 

In fixed speed, rotary applications, Unity Power Factor could be achieved by using a tuning 

capacitor to offset the phase synchronous inductive reactance. In a linear machine, varying 

electrical frequency means varying reactance and advanced control techniques, with the 

associated cost and losses, are required. This can be thought of as the penalty of compensating 

phase inductance effects in variable speed direct driven machines in order to convert the 

variable frequency generated power to a constant frequency useful power [129, 130]. 

 

 
 

 

Figure 5-8: Power circuit for Grid Interface scenario and FEA software circuit implemented 
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Figure 5-9: Power circuit for Unity power factor controlled converter scenario 

 

The effect of power convertor on machine dimensions like the stator yoke and tooth width 

appear not to have been considered with care elsewhere, e.g. [10, 79, 128]. Therefore, besides 

performing design study for single tooth width value in all design models, see Figure 5-10(a), 

these dimensions have been examined for the rated force capability against their combined 

variation as shown in Figure 5-10(b-d). 

From these optimization results, it can be seen clearly that the trend of each surface change is 

different, highlighting the importance of considering the power conversion scenario at the 

design stage. Also, it clarifies that these machine dimensions having notable influence on the 

resulting force capability of the range 12 %, 20 % and 25 % in the RL, GI and UPFCC design 

models respectively. Lastly, the manual design methodology adopted can exactly give the 

optimal dimension for the design variable under consideration. For instance, the effect of 

changing tooth width for fixed slot and core-back height dimensions can be explained by 

examining this effect on the magnetic circuit reluctance (ד), knowing that the reluctance 

increases linearly with flux path length, and inversely with the cross-sectional area and 

permeability. Decreasing tooth width increases the electrical loading, due to the increased coil 

area. On the other hand, and for a fixed stator diameter, this will result in decreasing the machine 

magnetic loading. The hypothesis is reversed as tooth width is increased, and the optimal value 

is selected as a balance between the coupled electromagnetic loadings. 

Final selected dimensions are highlighted in the graphs considering manufacturing feasibility, 

although other dimensions can be selected with attention to machine losses when thinner 

dimensions are considered. Dimensional and performance parameters for the three machine 

design models are compared as listed in Table 5-5 and Table 5-6 respectively. 

In comparison with RL design model, the GI model has almost the same translator and overall 

machine mass, however, there is an extra cost of 12.6 % increase in magnet material, an 8.4 % 

increase in stator core mass and a 7.5 % reduction in copper mass. 

High current loading is responsible for a 220 % increase in copper loss, giving notable 

reductions in machine efficiency and power densities and requiring external cooling. Current 

density in the RL design version is such that the machine could be naturally-cooled. 
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Figure 5-10: The effect of teeth width and stator core back height variation on the force capability (a) 2-D 
view for optimal tooth width; and in 3-D view for (b) Resistive Loading; (c) Grid Interface; and (d) Unity 

Power Factor Controlled Converter 
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Table 5-5: Typical machines dimensional and mass parameters based power conversion method 

Parameter, unit RL design GI design UPFCC design 

Stator diameter (2ROS), mm 180 

Tooth width (TW), mm 7.7 5.6 

Stator core back height (SCBH), mm 4 4.5 3 

Turns per coil 40 112 146 

Copper mass, Kg 9.34 8.64 11.38 

Stator mass, Kg 16.45 16.35 16.74 

Air -gap, mm 1.5 

Translator diameter (2ROT), mm 103 

PM height ï width (MH, MW), mm 12 ï 8 12 ï 9 5 ï 5.5 

PM mass, Kg 1.59 1.79 0.5 

PM mass/pole 0.227 0.27 0.071 

Translator mass, Kg 4.19 4.21 2.51 

Volume, mm3 3.05 × 10-3 

Total mass, Kg 20.64 20.56 19.25 

 

Table 5-6: Typical machines performance parameters based power conversion method 

Parameter, unit RL design GI design UPFCC design 

Hysteresis and eddy current iron loss, W 13, 2.6 9.5, 2.0 23, 12 

0 , W 15.6 11.5 35 

0 , W 75 165 231 

0 , W 136 108 159 

* , A/mm2 5.8 9.15 

Rated force ripple as a percentage to 

rated force (%& ) 
1.77% 15.17% 3.1% 

0 , kW 3.7 3.33 3.73 

0 , kW 3.91 3.82 4.16 

% Efficiency 94.6 86.5 89.8 

Power density, kW/m3 1.21 1.09 1.22 

Power mass ratio, W/Kg 179 162 194 

 

This GI design also shows the highest rated force ripple compared with other design models, 

and will be explained at the end of this section. The UPFCC design model offer savings of 65.5 

% and 30.5 % with respect to PMs and stator core material versus an extra 22 % copper mass. 

Also, it has the highest power densities and the lightest translator mass compared with other 

designs. However, the significant increase in copper loss, of order three compared to that of RL 

design, resulted in a notable efficiency reduction. 

The variation of the cogging force at no ï load over half an electrical cycle shown in Figure 

5-11 clarifies that the UPFCC design has the lowest cogging, due to the low PM material mass 

as well as the lowest PM mass/pole ratio in this design version. 
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Figure 5-11: Cogging force variation based power conversion method 

 

Figure 5-12: Rated load force fluctuation based power conversion method 

  

However, the rated force variation over one electrical cycle shown in Figure 5-12 clearly shows 

that the force ripple is totally different from the case at no-load condition, and is significantly 

higher in the GI design version. One reason is the high PM mass/pole ratio compared with other 

design models. 

The other reason can be explained with the aid of the circuit diagram shown in Figure 5-13. 

Assuming identical phase quantities and parameters, the instantaneous current (I) circulating in 

the assigned path of the circuit may be expressed as follows: 
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Figure 5-13: Grid Interface design circuit diagram clarifying current path at an instant of three phase system 
operation. 

 

 

Ὅ  
ὠ ‫ὸ ὠ ‫ὸ ς“σ ςὒ

ὨὍ
Ὠὸ

ὠὈὅςὠ

ςὙ
ȟὃ 5-3 

 

Where 

    ὠ .‫ὸ: Phase (a) induced emf, V 

    ὠ ‫ὸ ς“σϳ : Phase (b) induced EMF, V. 

    ὒ , Ὑ : Phase inductance and resistance, H, Ý. 

And  ὠ : diodes ON state voltage drop, V. 

 

Equation (5-3) clarifies that the instantaneous circulating current (I) is a measure of the induced 

phase voltages difference, i.e. the line voltage (Vab), supported by the energy stored (released) 

in the uncompensated phase inductance of both phases, and is limited by the DC link voltage 

and partly by converter and phase resistance volts drops. This can be noticed from the variation 

of phase voltages in all designs, and a line voltage in the GI design, as shown in Figure 5-14. 

Figure 5-15 shows the variation of phase and DC link current quantities in the GI design model. 

Therefore, in the GI design, the higher on load force ripple is due to the high instantaneous 

current flow which is also responsible of the high resulting current density in the design. 
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Figure 5-14: Variation of phase and line voltage quantities per turn over one electrical cycle for the three 
selected design models 

 

 

Figure 5-15: Variation of phase and DC link current quantities over one electrical cycle in the machine design 
model for Grid Interface application 

 

It should be appreciated that although the same current density is used in the UPFCC design 

scenario, yet the compensation of phase inductance by the controlled converter has the 

advantage of reducing the force ripple to almost (1/5th) of that in the GI design. 






























































































































































































